
ேதைவப்ப�ம் ெபா�ள்கள்
45” அகலத்�ல 2 ம�ட்டர் ப��ன்டட் �ண�
45” அகலத்�ல 2 ம�ட்டர் ைலன�ங் �ண�
¼ ம�ட்டர் ேகன்வாஸ் ஃப்�சிங்
2 ம�ட்டர் ஜாக்ெகட் ஃப்�சிங்
ேந� ஜாக்ெகட் ெடம்ப்ேளட், இைத ந�ங்க எங்க 
ெவப்ைசட்ேலந்� ட�ன்ேலாட் பண்ண�க்கலாம்.
மண�ேகார்த்த ப�ன்ஸ்
சாக் 
கத்த�க்ேகால்
ைக ஊசி
ெபா�த்தமான �ல்

நாம ெடம்ப்ேளட் மார்க்கிங், �ண� கட்�ங், தயா�த்தல் 
அப்பறம் பாக்ெகட் அட்டாச் பண்ற�, �ன்பக்க, ப�ன் பக்க 
ப�சஸ ஜாய�ன் பண்ற�, ைலன�ங் �ண� தயா�த்தல், 
ெமய�ன் �ண�ேயாட ைலன�ங் �ண�ய அட்டாச் ெசய்யற�, 
கைடசியா காலர் தயா�த்�, அட்டாச் ெசய்தல்

ெடம்ப்ேளட் மார்க்கிங் மற்�ம் �ண� 
கட்�ங்

உங்க�க்� ப��ச்ச ஏதாவ� �ண�ய எ�த்�க்கங்க. �ண�ய 
��சா ப��ச்� ராங் ைசட் ேமல இ�க்க மாதி� வ��ங்க. 
ேநரத்ைத மிச்சம்ப��க்க நாங்க ெமட்��யைல ஜாக்ெகட் 
ஃப்�ங்சிங்கால ஃப்�சிங் ெசய்தி�க்ேகாம். �ண� ேமல 
www.ushasew.comேலந்� ட�ன் ெசய்த ெடம்ப்ேளட்ட ைவக்க 
ேவண்�ய ேநரம். �தல்ல �ன்பக்கம்� மார்க் பண்ண� 
உள்ள ெடம்ப்ேளட்ஸ்-அ �ண� ேமல ைவக்கலாம். 
மண�ேகார்த்த ப�ன்ஸ �ஸ் பண்ண� இந்த ெரண்� 
ெடம்ப்ேளட்ஸ ச�யான எடத்தில ெவச்� ப�ன் பண்ண�ம். 
இ� ஒ� �க்கியமான ஸ்ெடப் ஏன்னா இ� ெடம்ப்ேளட்-அ 
�ண� ேமல ெசக்�ர் பண்றதால ட்ேரஸ் பண்ண ஈசியா 
இ�க்�ம். இ� ��ஞ்ச�ம் சாக் எ�த்�ட்� �ண� ேமல 
ெடம்ப்ேளட்ஸ ட்ேரஸ் பண்�ங்க.  வைளவான எடங்கள்ல 
கவனமா இ�க்க�ம், ஏன்னா இ�தான் இைத அழகாேவா 
இல்ைல ெசாதப்பலாேவா மாத்தக்��ய�. 

இப்ப ெடம்ப்ேளட்ஸ்ேலந்� ப�ன்-அ எ�த்��ங்க. ப�ன்ஸ 
�தல்ல ப�ன் �ஷன்ல ம�ப��ம் ெவச்சி�ங்க, இல்லாட்� 
காயம்பட வாய்ப்� இ�க்�. ப�ன்ஸ ந�க்கின ப�ற� 
ெடம்ப்ேளட்ஸ தன�யா ெவச்சி�ங்க. கத்த�க்ேகால் 
எ�த்�கிட்� ப�சஸ கட் பண்ண ஆரம்ப�ங்க. இைத ெம�வா, 
�ல்லியமா ெசய்�ங்க. கட் பண்ண� ��ஞ்ச�ம், �ன்பக்க 
ப�சஸ தன�யா ெவச்சி�ங்க.

Now, on the remaining cloth, place the second set of 
front templates, both left and right. Pin these tem-
plates in place as well with some beaded pins. Start 
with the front main right and make your way to the 
other piece. After pinning, use a piece of chalk to trace 
the templates on the fabric. Mind the curved edges 
while tracing. Once you are done, keep the chalk aside 
and unpin the templates from the fabric. Take a pair of 
scissors and cut along the traced lines. The smallest 
pieces are the hardest to cut, ensure that you cut out 
the templates carefully. Keep the cut pieces aside.

Now with the remaining fabric, fold it like shown in the 
tutorial and place the back template over it. Notice 
that one side of the template says on fold, ensure that 
you place that side over the fabric fold. Use some 
beaded pins to pin the template on the fabric. And 
while pinning, ensure that the pins go through both 
layers of the fabric. After you are done, trace the tem-
plate onto the fabric with a piece of chalk. Go slow and 
be precise during the step. Then unpin the template 
and keep it aside. Grab a pair of scissors to cut out the 
traced template. Slowly and steadily cut the back piece 
out. Keep the cut piece aside.

Now fold the remaining cloth once again and place the 
collar template with seam allowance onto it. Pin it in 
place at both ends. And use a piece of chalk to trace it 
onto the fabric. The curved edges can be a bit tricky, 
but practice makes perfect. Next, unpin the template 
and keep it aside. However, we will once again pin the 
fabric to hold it in place while cutting as it’s important 
to have a consistent shape for both the collar pieces. 
Now, we will cut the pieces out using a pair of scissors. 
After you are done cutting, keep the pieces aside.

Don’t throw away the left-over material just yet, place 
the jacket pocket template over it and pin it in place. 
Trace the template using chalk. Then unpin the tem-
plate and keep it aside. Cut the piece out. 

Just to recap, we’ve cut two main left and right front 
pieces, followed by the Left & right front Lining pieces, 
two collar pieces, and a pocket in printed fabric. We 
also have the back piece ready. 

Now, let’s take the lining fabric and open it completely. 
This will be the wrong side and this is the right side. 
On the wrong side, place the templates marked as 
front lining left and right, followed by the jacket pocket 
template. We will repeat the same process as before. 
Pin these templates to the fabric with some beaded 
pins. Pin the entire template as this will ensure that the 
cloth stays steady while tracing. After you are done, 
carefully trace the template onto the fabric. Start with 
the front lining left template and make your way 
towards the other templates. Make sure to have a 
steady hand while tracing around the curved edges. 
Post tracing, unpin the template and keep it aside. 

Now cut along the traced lines. Do this step slowly and 
steadily as it’s important to get the shape and mea-
surements right. After you are done cutting the three 
pieces, flip the cloth around with the right side facing 
you and fold it like shown in the tutorial. Place the back 
template on the folded side. Ensure that you place the 
side that says on fold correctly over the fabric fold. 
Proceed to then pin the template in place with some 
beaded pins. Then use a piece of chalk to trace the 
template. Once the tracing is complete, like before, 
unpin the template and keep it aside. You can re-pin 
the fabric for some extra stability while cutting. Then 
use a pair of scissors and cut along the traced lines. 

To recap, out of the lining fabric, we’ve cut front left, 
front right, back, and jacket pocket pieces. Keep these 
pieces aside. 

Next, take the fusing fabric and fold it in half. Place the 
template marked collar over the fabric and trace it. 
After you are done, use a pair of scissors to cut the 
piece out. Viola, we are done with step 1. 

Step 2 Preparing the pocket & attaching it 
to the front fabric

For Step 2, we’ll be working on preparing the pocket & 
attaching it to the front fabric. Take the two pieces of 
the jacket pocket, the main fabric, and the lining fabric. 
Align these two fabrics, right side facing right as shown 
in the tutorial, and pin it in place at the top. We’ll be 
sewing them together now. Take the pinned fabric to 

ேந� ஜாக்ெகட்
இன்ன�க்� �ேடா�யல்ல ேந� ஜாக்ெகட் 
எப்ப� ைதக்கற�ன்� கத்�ப்ேபாம்.

your USHA Janome Wonder Stitch Plus and align the top 
edge of the jacket pocket with the presser foot and 
ensure your Pattern Stitch Selector is set to A which is for 
Straight Stitch and the Stitch Length Dial is set to 2.5. 
And begin sewing. After reaching the other end, lift the 
presser foot, cut the thread and remove the pin. For a 
better finish, cut off any excess threads. 

As you can see, we’ve stitched the top end of the jacket 
pocket. Now, open the pocket and fold it on the wrong 
side like shown in the tutorial. Remember to leave a 
quarter-inch margin at the sides all over. To set this fold 
in and for the ease of sewing, we'll have to iron the 
jacket pocket. 

Bring your jacket pocket to the ironing board, iron it 
once overall before folding it backward again. Remem-
ber to leave in quarter-inch space on all sides like indi-
cated before and iron over the fold. Mind your hands 
while ironing to avoid any injuries. 

To make ironing over the corner easier, give notches to 
the fabric and then continue folding and ironing over it. 
Once you are done with pressing, gently keep the jacket 
pocket aside and bring out the front main-right fabric. 

Lay it right side up and from the top measure 10 inches 
and mark it. Place the ironed jacket pocket under the 10 
inches mark. Ensure that it is placed straight and not 
crooked and proceed to pin it in place on all sides. We'll 
be sewing the edges and leaving the top unstitched.

Align the edge of the jacket pocket with the presser foot 
and begin sewing. Remove the pins as you go and when 
you reach the edge, use the pivot technique, where we 
turn the fabric without lifting the needle to ensure that 
it's one straight stitch throughout. Don't forget to do a 
round of reverse stitches at the end, this step will secure 
our straight stitches. Cut off the extra threads. As you 
can see, we've stitched the jacket pocket to the main 
fabric. 

Step 3 Joining the front and back pieces by 
sewing the shoulders

Now for the next step, bring out the other main front 
fabric. Place the back fabric over the two front fabrics 
right side facing right like shown in the tutorial. Align the 
shoulders properly and pin them in place. Do this for 
both sides. We'll be sewing the shoulders now. 

Bring the pinned fabrics to your Usha Janome Wonder 
Stitch Plus Sewing Machine and begin sewing after 
aligning the shoulder with the edge of the presser foot. 
Slowly make your way to the end. After you are done 
with one side, sew the other shoulder as well. Don't 
forget reverse stitches at the end. Your final stitches 
should look like this.

Step 4 Preparing the lining fabric 

We'll now work on the lining fabric. Bring out the front 
lining pieces as well as the second front pieces that we 
cut from the main fabric. Lay them like shown in the 
tutorial. Now place the main fabric over the lining fabric, 
right side facing right, and pin them in place. Do the 
same for the other side. 

We'll now sew them together by doing a round of 
straight stitches at the edge. Align the pinned fabric to 
the edge of the presser foot and begin sewing. Take the 
pins out as you go. Once you reach the end, stop sewing 
and cut off any extra threads. Keep the piece aside and 
repeat the same process on the other piece. Ensure that 
you do reverse stitches at the start and end every time 
you do straight stitches as this will help secure our stitch-
es. After you are done, cut off the extra threads. Your 
final stitches should look like this. 

As you can see, we've stitched the lining and the main 
fabric together. Now, open the fold and iron over it as 
this will help us set the fold and allow the stitches to 
settle in. Iron both the fabrics. Take the ironed fabrics 
and place them right side facing up. Now place the back 
fabric over them, right side facing the right. 

Match both the shoulders and pin them in place. Let's 
sew over the pinned sections. 

Remove the pins and align the shoulder with the press-
er foot and begin sewing. After you are done, do the 
same on the other side. Your final stitches should look 
like this. 

Step 5 Attaching the lining fabric to the main 
fabric

After sewing the shoulders, keep the lining fabric aside 
and bring out the main fabric. Open it completely right 
side facing you and place the lining fabric over it, right 
side facing the right side. We'll be sewing the armholes 
and the sides to attach the lining fabric to the main 
fabric. 

Once they are attached, we'll be sewing the side seam. 
However, before that from the bottom, mark 3.5 inches 
on both sides like shown in the video. 

We'll tell you the reason behind this later in the video. 
Now take your fabrics to your USHA Wonder Stitch Plus 
. First, we'll work on attaching the lining and the main 
fabric. We are going to sew the fabrics together from 
the extension of the neckline as indicated. 

Start from the extension of the neckline, then move to 
the jacket opening and slowly make your way to the 
bottom. Use the pivot technique at the edges and 
continue sewing till you reach the 3.5-inch mark on the 
side and stop. 

Move to the other side and repeat the same process. 
We will be sewing around 1” of the neckline and then 
continuing along the jacket opening as indicated. Start 
from the neckline and slowly and steadily make your 
way down the jacket opening towards the bottom and 
then the sides, when you reach the 3.5-inch mark, stop. 

Now, we move to the back. Fold the fabrics so that you 
can create the 3.5-inch mark on the backside as well. 
Do this on both the left and right sides. After you are 
done, we'll be sewing from the marked point, across 
the bottom-line and till the marked point on the oppo-
site side. Match the fabric correctly and place it under 
the presser foot. We'll be using the pivot technique to 
ensure one straight stitch throughout. After you are 
done, cut off all the extra threads.

Next on the list is sewing the armholes. Only join the 
armholes and leave the opening from the end of the 
armhole to the 3.5 inches mark untouched. Do the 
same on the other side. Once you are done, we'll create 
notches in the circular areas of the fabric like the arm-
hole and the bottom hem as shown in the video. This 
ensures that the fabric sits well when worn. Start at the 
armhole and then proceed to the bottom hem. Also 
slash the neckline and trim of the corner allowance as 
shown. Do the same on the other side. Create notches 
on the armhole and the bottom hem and create a slit 
on the collar.    

Step 6 Finishing the side seams

We will now be working on the side seam. Turn the 
jacket inside out with the open side seam. We will be 
stitching front side seam to back side seam but make
sure you work only with the main fabrics. Align the two 
fabrics under the presser foot and begin sewing. Start 
sewing from the slit towards the arm hole. Once you 
come closer to the arm holes,  make sure they are 
aligned correctly and continue stitching over it. We now 
move onto the lining fabric in a continuous stitch. Join 
the front and back lining pieces together. Keep stitch-
ing till you reach about 5 inches from the slit. Lock the 
stitches and cut the thread. We will leave the lining as it 
is and move onto stitching the main fabric till the end. 
Stitch on the main fabric only and then continue onto 
the lining fabric. 

Once done cut the thread. As you can see we have left 
the lining part of the side seam open. This will have to 
be hand hemmed later. We repeat the exact same 
process for sewing the other side seam. 

Your final stitches should look like this. Now, bring out 
the ironing board , we'll be ironing over all the folds. 
Start from the bottom and continue ironing the jacket 
opening. Keep adjusting the folds as you iron to ensure 
that the folds look sharp. Don't forget to iron over the 
armholes. This is an important step as this will give our 
fabric a superior finish.

We have ironed the front folds, the bottom, arm holes 
and the side seam.

Step 7 Preparing the collar and attaching it

For the final step, we'll be working on attaching the 
collar. Keep the fabric aside and bring out the collar 
pieces. You should have two pieces of main fabric and 
two pieces of fusing fabric. Turn one of the collar pieces 
of the main fabric and place the fusing fabric over it like 
shown in the tutorial. Then, place these two fabrics on 
the iron board and use your iron to attach these two 
pieces by slowly pressing the fusing fabric onto the 
main fabric. Next, place the other fusing fabric over this 
material and once again press them together.  
After you are done, flip the collar piece so that the right 
side faces you and place the other main fabric piece 
over it, the right side facing the right side. We'll be 
sewing the sides and the top section. 

Take the collar piece to your sewing machine and begin 
sewing. Ensure that you do one straight stitch across all 
three sides using the pivot technique. Cut off the extra 
threads when done. As you can see, we've stitched 
these three sides. 

Now fold the seam allowance and iron over them like 
shown in the tutorial. Do it one side at a time. After you 
are done, turn the collar inside out and once again iron 
over it. We are done prepping our collar, time to now 
attach it to our Nehru Jacket.

Bring out our main fabric. Pin the unstitched section of 
the collar fabric to the neckline from the inside like 
shown in the tutorial. Ensure that you pin it to the both 
main and lining fabric. Once you are done, bring the 
pinned pieces to your sewing machine and proceed 
with sewing. Remove the pins as you go and slowly go 
around the collar.

After you are done sewing, we'll be hand hemming the 
unstitched side of the collar. Fold the seam allowance at 
the bottom inside and place the one at the top over it 
and fold it inwards like shown in the tutorial. This is a 
tricky step, be sure to pay close attention. Now, we'll 
stitch over the fold. Keep folding the seam allowance as 
you go all across the collar. Your handiwork should look 
like this. 

We are almost done! For the finishing touches, finish 
hemming the side seams that we'd left for later. Join 
the lining fabrics together and sew over them. Do this 
on both sides. After finishing, cut off any excess threads 
and examine your handiwork.

Just to recap, in this step, we've attached the collar and 
hemmed it neatly from the inside, and also completed 
the leftover side seams.

And we are done! You can embellish the Nehru Jacket 
as per your preference. We've added a matching acces-
sory and a bright coloured pocket square. Doesn’t it 
look absolutely stylish? A perfect essential for the wed-
ding season. 

ெவப்ைச�லி�ந்�

அப்�றம்

லி�ந்�www.ushasew.com

இடத்தில ைவச்�

இடங்கள்ல

ெடம்ப்ேளட்�லி�ந்�
ைவச்சி�ங்க

ைவச்சி�ங்க

ைவச்சி�ங்க.



Material Required
2 meters of printed fabric with a width of 45”
2 meters of lining fabric with a width of 45”
1/4 meter canvas fusing
Template of the Nehru jacket which you can download 
from our website www.ushasew.com
Beaded Pins
Chalk
Scissors
Matching Thread
Hand needle

We'll be learning template marking & fabric cutting, 
preparing and attaching the pocket, joining the front 
and back pieces, preparing the lining fabric, attaching 
the lining fabric to the main fabric, and lastly, preparing 
and attaching the collar. 

Step 1 Template Marking & Fabric Cutting

Take any fabric of your choice. Open the fabric com-
pletely and lay it wrong side facing up. Time to place 
the templates downloaded from www.ushasew.com on 
the fabric. Let’s start with the templates marked front, 
place them on the fabric. Use some beaded pins to pin 
these two templates in place. This is an important step 
as it secures the template to the fabric and makes it 
easier to trace. After you are done, use a piece of chalk 
and trace the templates on the fabric. Be extra careful 
on the curved edges as this can make or break our 
pattern. 

Next, unpin the templates. Ensure that you put the 
beaded pins back in the pin cushion to avoid any 
injuries. After unpinning, keep the templates aside. 
Grab a pair of scissors and let’s start cutting the pieces 
out. Do this slowly and precisely. Once you are done 
with the cutting, keep the front pieces aside.

ம�தி உள்ள �ண�ேமல, ெரண்டாவ� ெசட் இட�, வல�, 
�ன்பக்க ெடம்ப்ேளட்ஸ ைவ�ங்க. ெடம்ப்ேளட்ஸ ச�யான 
எடத்தில மண�ேகார்த்த ப�ன்ஸ �ஸ் பண்ண� ப�ன் 
பண்ண�ம். �ன்பக்க ெமய�ன் ைரட்ேலந்� ெதாடங்கி 
இன்ெனா� ப��க்� ேபாங்க. ப�ன் பண்ண�ன ப�ற�, சாக் 
எ�த்�ட்� �ண� ேமல ெடம்ப்ேளட்ஸ ட்ேரஸ் பண்�ங்க. 
ட்ேரஸ் பண்றப்ப வைள�கள்ல எச்ச�க்ைகயா இ�க்க�ம். 
��ஞ்ச�ம், சாக்-அ ெவச்சிட்� �ண�ேலந்� 
ெடம்ப்ேளட்ஸ்ேலந்� ப�ன்ஸ ந�க்கி�ங்க. கத்த�க்ேகால 
எ�த்�, ட்ேரஸ் பண்ண�ன ைலன்ஸ் ேமல கட் பண்�ங்க. 
இந்த ெராம்ப சின்ன ப�சஸ கட் பண்ற�தான் ெராம்ப 
கஷ்டம்,  ெடம்ப்ேளட்ஸ கவனமா கட் பண்றைத உ�தி 
ெசய்�க்கங்க, கட் பண்ண�ன ப�சஸ தன�யா ெவச்சி�ங்க.

ம�தி உள்ள �ண�ய எ�த்�கிட்� �ேடா�யல்ல 
காட்�ய��க்க மாதி� ம�ச்�, ேபக் ெடம்ப்ேளட்ைட அ�ல 
ைவ�ங்க. ஒ� ெடம்ப்ேளட் ம�ப்� ேமல இ�க்கறைத 
கவன�ங்க, அந்தப் பக்கத்ைத �ண� ம�ப்� ேமல 
ைவக்க�ங்கறைத உ�தி ெசய்�ங்க. மண�ேகார்த்த ப�ன்ஸ 
�ஸ் பண்ண� ெடம்ப்ேளட்-அ �ண�ல ப�ன் பண்ண�ம். 
ப�ன் பண்றப்ப �ண�ய�ன் ெரண்� ேலயர்ஸ்ல�ம் ப�ன் 
�ைழ�தான்� என்ஷ்�ர் பண்ண�க்க�ம்.  இ� 
��ஞ்ச�ம், சாக்-ஆல �ண�ேமல ெடம்ப்ேளட்ஸ ட்ேரஸ் 
பண்�ங்க. இந்த ஸ்ெடப்-அ ெம�வா, �ல்லியமா 
ெசய்�ங்க. ப�ன்ஸ ந�க்கின ப�ற� ெடம்ப்ேளட்ஸ தன�யா 
ெவச்சி�ங்க. ட்ேரஸ் பண்ண�ன ெடம்ப்ேளட்ஸ 
கத்த�க்ேகாலால கட் பண்�ங்க. ெம�வா, சீரா ேபக் ப�ைச 
கட் பண்�ங்க. கட் பண்ண�னைத தன�யா ைவ�ங்க.

ம�தி உள்ள �ண�ய ம�ப��ம் ம�ச்� காலர் ெடம்ப்ேளட்ட 
சீம் அலவன்ஸ் ேமல ைவ�ங்க. ெரண்� �ைனகள்ல�ம் 
அதன் எடத்தில ெவச்� ப�ன் பண்�ங்க. சாக்கால 
�ண�ேமல அைத �ேரஸ் பண்�ங்க. வைளவான எட்ஜ்ஸ் 
ெகாஞ்சம் கஷ்டமா இ�க்�ம், ஆனா பய�ற்சிதான் 
ஒ�த்தைர ��ைமயாக்�ம். அ�த்�, ப�ன்ஸ ந�க்கி, 
ெடம்ப்ேளட்ஸ தன�யா ெவச்சி�ங்க. ஆனா, கட் 
பண்�ம்ேபா�, நாம �ண�ய ம�ப��ம் ப�ன் 
பண்�ேவாம் ஏன்னா ெரண்� காலர் ப�சஸ்க்�ம் 
கன்சிஸ்டன்டா ஒ� ேஷப் ெகைடக்கற� �க்கியம். இந்த 
ப�சஸ கத்த�க்ேகாலால கட் பண்ண�ர�ம். கட் பண்ண� 
��ஞ்ச�ம், ப�சஸ தன�யா ெவச்சி�ங்க.

ம�தி உள்ள �ண�ய இப்பேவ �க்கிப்ேபாட்ராத�ங்க, இ�க்� 
ேமல ஜாக்ெகட்

பாக்ெகட் ெடம்ப்ேளட்ட ைவச்� அைத ச�யான எடத்தில 
ப�ன் பண்�ங்க. சாக்-ஆல ெடம்ப்ேளட்ட ட்ேரஸ் 
பண்�ங்க. அப்றம் ப�ன்ஸ ந�க்கி, ெடம்ப்ேளட்ஸ தன�யா 
ெவச்சி�ங்க. ப�சஸ கட் பண்ண� எ�ங்க.

இ�வைர நாம ெரண்� ெமய�ன் இட�, வல� ப�சஸ் கட் 
பண்ண�ய��க்ேகாம், அப்�றம் ெரண்டாவ� �ன் ப�சஸ். 
ெரண்� காலர் ப�சஸ். அப்�றம் ஒ� பாக்ெகட். ப�ன்பக்க 
ப��ம் தயாரா ெவச்சி�க்ேகாம்.

Now, let’s take the lining fabric and open it completely. 
This will be the wrong side and this is the right side. 
On the wrong side, place the templates marked as 
front lining left and right, followed by the jacket pocket 
template. We will repeat the same process as before. 
Pin these templates to the fabric with some beaded 
pins. Pin the entire template as this will ensure that the 
cloth stays steady while tracing. After you are done, 
carefully trace the template onto the fabric. Start with 
the front lining left template and make your way 
towards the other templates. Make sure to have a 
steady hand while tracing around the curved edges. 
Post tracing, unpin the template and keep it aside. 

Now cut along the traced lines. Do this step slowly and 
steadily as it’s important to get the shape and mea-
surements right. After you are done cutting the three 
pieces, flip the cloth around with the right side facing 
you and fold it like shown in the tutorial. Place the back 
template on the folded side. Ensure that you place the 
side that says on fold correctly over the fabric fold. 
Proceed to then pin the template in place with some 
beaded pins. Then use a piece of chalk to trace the 
template. Once the tracing is complete, like before, 
unpin the template and keep it aside. You can re-pin 
the fabric for some extra stability while cutting. Then 
use a pair of scissors and cut along the traced lines. 

To recap, out of the lining fabric, we’ve cut front left, 
front right, back, and jacket pocket pieces. Keep these 
pieces aside. 

Next, take the fusing fabric and fold it in half. Place the 
template marked collar over the fabric and trace it. 
After you are done, use a pair of scissors to cut the 
piece out. Viola, we are done with step 1. 

Step 2 Preparing the pocket & attaching it 
to the front fabric

For Step 2, we’ll be working on preparing the pocket & 
attaching it to the front fabric. Take the two pieces of 
the jacket pocket, the main fabric, and the lining fabric. 
Align these two fabrics, right side facing right as shown 
in the tutorial, and pin it in place at the top. We’ll be 
sewing them together now. Take the pinned fabric to 

your USHA Janome Wonder Stitch Plus and align the top 
edge of the jacket pocket with the presser foot and 
ensure your Pattern Stitch Selector is set to A which is for 
Straight Stitch and the Stitch Length Dial is set to 2.5. 
And begin sewing. After reaching the other end, lift the 
presser foot, cut the thread and remove the pin. For a 
better finish, cut off any excess threads. 

As you can see, we’ve stitched the top end of the jacket 
pocket. Now, open the pocket and fold it on the wrong 
side like shown in the tutorial. Remember to leave a 
quarter-inch margin at the sides all over. To set this fold 
in and for the ease of sewing, we'll have to iron the 
jacket pocket. 

Bring your jacket pocket to the ironing board, iron it 
once overall before folding it backward again. Remem-
ber to leave in quarter-inch space on all sides like indi-
cated before and iron over the fold. Mind your hands 
while ironing to avoid any injuries. 

To make ironing over the corner easier, give notches to 
the fabric and then continue folding and ironing over it. 
Once you are done with pressing, gently keep the jacket 
pocket aside and bring out the front main-right fabric. 

Lay it right side up and from the top measure 10 inches 
and mark it. Place the ironed jacket pocket under the 10 
inches mark. Ensure that it is placed straight and not 
crooked and proceed to pin it in place on all sides. We'll 
be sewing the edges and leaving the top unstitched.

Align the edge of the jacket pocket with the presser foot 
and begin sewing. Remove the pins as you go and when 
you reach the edge, use the pivot technique, where we 
turn the fabric without lifting the needle to ensure that 
it's one straight stitch throughout. Don't forget to do a 
round of reverse stitches at the end, this step will secure 
our straight stitches. Cut off the extra threads. As you 
can see, we've stitched the jacket pocket to the main 
fabric. 

Step 3 Joining the front and back pieces by 
sewing the shoulders

Now for the next step, bring out the other main front 
fabric. Place the back fabric over the two front fabrics 
right side facing right like shown in the tutorial. Align the 
shoulders properly and pin them in place. Do this for 
both sides. We'll be sewing the shoulders now. 

Bring the pinned fabrics to your Usha Janome Wonder 
Stitch Plus Sewing Machine and begin sewing after 
aligning the shoulder with the edge of the presser foot. 
Slowly make your way to the end. After you are done 
with one side, sew the other shoulder as well. Don't 
forget reverse stitches at the end. Your final stitches 
should look like this.

Step 4 Preparing the lining fabric 

We'll now work on the lining fabric. Bring out the front 
lining pieces as well as the second front pieces that we 
cut from the main fabric. Lay them like shown in the 
tutorial. Now place the main fabric over the lining fabric, 
right side facing right, and pin them in place. Do the 
same for the other side. 

We'll now sew them together by doing a round of 
straight stitches at the edge. Align the pinned fabric to 
the edge of the presser foot and begin sewing. Take the 
pins out as you go. Once you reach the end, stop sewing 
and cut off any extra threads. Keep the piece aside and 
repeat the same process on the other piece. Ensure that 
you do reverse stitches at the start and end every time 
you do straight stitches as this will help secure our stitch-
es. After you are done, cut off the extra threads. Your 
final stitches should look like this. 

As you can see, we've stitched the lining and the main 
fabric together. Now, open the fold and iron over it as 
this will help us set the fold and allow the stitches to 
settle in. Iron both the fabrics. Take the ironed fabrics 
and place them right side facing up. Now place the back 
fabric over them, right side facing the right. 

Match both the shoulders and pin them in place. Let's 
sew over the pinned sections. 

Remove the pins and align the shoulder with the press-
er foot and begin sewing. After you are done, do the 
same on the other side. Your final stitches should look 
like this. 

Step 5 Attaching the lining fabric to the main 
fabric

After sewing the shoulders, keep the lining fabric aside 
and bring out the main fabric. Open it completely right 
side facing you and place the lining fabric over it, right 
side facing the right side. We'll be sewing the armholes 
and the sides to attach the lining fabric to the main 
fabric. 

Once they are attached, we'll be sewing the side seam. 
However, before that from the bottom, mark 3.5 inches 
on both sides like shown in the video. 

We'll tell you the reason behind this later in the video. 
Now take your fabrics to your USHA Wonder Stitch Plus 
. First, we'll work on attaching the lining and the main 
fabric. We are going to sew the fabrics together from 
the extension of the neckline as indicated. 

Start from the extension of the neckline, then move to 
the jacket opening and slowly make your way to the 
bottom. Use the pivot technique at the edges and 
continue sewing till you reach the 3.5-inch mark on the 
side and stop. 

Move to the other side and repeat the same process. 
We will be sewing around 1” of the neckline and then 
continuing along the jacket opening as indicated. Start 
from the neckline and slowly and steadily make your 
way down the jacket opening towards the bottom and 
then the sides, when you reach the 3.5-inch mark, stop. 

Now, we move to the back. Fold the fabrics so that you 
can create the 3.5-inch mark on the backside as well. 
Do this on both the left and right sides. After you are 
done, we'll be sewing from the marked point, across 
the bottom-line and till the marked point on the oppo-
site side. Match the fabric correctly and place it under 
the presser foot. We'll be using the pivot technique to 
ensure one straight stitch throughout. After you are 
done, cut off all the extra threads.

Next on the list is sewing the armholes. Only join the 
armholes and leave the opening from the end of the 
armhole to the 3.5 inches mark untouched. Do the 
same on the other side. Once you are done, we'll create 
notches in the circular areas of the fabric like the arm-
hole and the bottom hem as shown in the video. This 
ensures that the fabric sits well when worn. Start at the 
armhole and then proceed to the bottom hem. Also 
slash the neckline and trim of the corner allowance as 
shown. Do the same on the other side. Create notches 
on the armhole and the bottom hem and create a slit 
on the collar.    

Step 6 Finishing the side seams

We will now be working on the side seam. Turn the 
jacket inside out with the open side seam. We will be 
stitching front side seam to back side seam but make
sure you work only with the main fabrics. Align the two 
fabrics under the presser foot and begin sewing. Start 
sewing from the slit towards the arm hole. Once you 
come closer to the arm holes,  make sure they are 
aligned correctly and continue stitching over it. We now 
move onto the lining fabric in a continuous stitch. Join 
the front and back lining pieces together. Keep stitch-
ing till you reach about 5 inches from the slit. Lock the 
stitches and cut the thread. We will leave the lining as it 
is and move onto stitching the main fabric till the end. 
Stitch on the main fabric only and then continue onto 
the lining fabric. 

Once done cut the thread. As you can see we have left 
the lining part of the side seam open. This will have to 
be hand hemmed later. We repeat the exact same 
process for sewing the other side seam. 

Your final stitches should look like this. Now, bring out 
the ironing board , we'll be ironing over all the folds. 
Start from the bottom and continue ironing the jacket 
opening. Keep adjusting the folds as you iron to ensure 
that the folds look sharp. Don't forget to iron over the 
armholes. This is an important step as this will give our 
fabric a superior finish.

We have ironed the front folds, the bottom, arm holes 
and the side seam.

Step 7 Preparing the collar and attaching it

For the final step, we'll be working on attaching the 
collar. Keep the fabric aside and bring out the collar 
pieces. You should have two pieces of main fabric and 
two pieces of fusing fabric. Turn one of the collar pieces 
of the main fabric and place the fusing fabric over it like 
shown in the tutorial. Then, place these two fabrics on 
the iron board and use your iron to attach these two 
pieces by slowly pressing the fusing fabric onto the 
main fabric. Next, place the other fusing fabric over this 
material and once again press them together.  
After you are done, flip the collar piece so that the right 
side faces you and place the other main fabric piece 
over it, the right side facing the right side. We'll be 
sewing the sides and the top section. 

Take the collar piece to your sewing machine and begin 
sewing. Ensure that you do one straight stitch across all 
three sides using the pivot technique. Cut off the extra 
threads when done. As you can see, we've stitched 
these three sides. 

Now fold the seam allowance and iron over them like 
shown in the tutorial. Do it one side at a time. After you 
are done, turn the collar inside out and once again iron 
over it. We are done prepping our collar, time to now 
attach it to our Nehru Jacket.

Bring out our main fabric. Pin the unstitched section of 
the collar fabric to the neckline from the inside like 
shown in the tutorial. Ensure that you pin it to the both 
main and lining fabric. Once you are done, bring the 
pinned pieces to your sewing machine and proceed 
with sewing. Remove the pins as you go and slowly go 
around the collar.

After you are done sewing, we'll be hand hemming the 
unstitched side of the collar. Fold the seam allowance at 
the bottom inside and place the one at the top over it 
and fold it inwards like shown in the tutorial. This is a 
tricky step, be sure to pay close attention. Now, we'll 
stitch over the fold. Keep folding the seam allowance as 
you go all across the collar. Your handiwork should look 
like this. 

We are almost done! For the finishing touches, finish 
hemming the side seams that we'd left for later. Join 
the lining fabrics together and sew over them. Do this 
on both sides. After finishing, cut off any excess threads 
and examine your handiwork.

Just to recap, in this step, we've attached the collar and 
hemmed it neatly from the inside, and also completed 
the leftover side seams.

And we are done! You can embellish the Nehru Jacket 
as per your preference. We've added a matching acces-
sory and a bright coloured pocket square. Doesn’t it 
look absolutely stylish? A perfect essential for the wed-
ding season. 
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Material Required
2 meters of printed fabric with a width of 45”
2 meters of lining fabric with a width of 45”
1/4 meter canvas fusing
Template of the Nehru jacket which you can download 
from our website www.ushasew.com
Beaded Pins
Chalk
Scissors
Matching Thread
Hand needle

We'll be learning template marking & fabric cutting, 
preparing and attaching the pocket, joining the front 
and back pieces, preparing the lining fabric, attaching 
the lining fabric to the main fabric, and lastly, preparing 
and attaching the collar. 

Step 1 Template Marking & Fabric Cutting

Take any fabric of your choice. Open the fabric com-
pletely and lay it wrong side facing up. Time to place 
the templates downloaded from www.ushasew.com on 
the fabric. Let’s start with the templates marked front, 
place them on the fabric. Use some beaded pins to pin 
these two templates in place. This is an important step 
as it secures the template to the fabric and makes it 
easier to trace. After you are done, use a piece of chalk 
and trace the templates on the fabric. Be extra careful 
on the curved edges as this can make or break our 
pattern. 

Next, unpin the templates. Ensure that you put the 
beaded pins back in the pin cushion to avoid any 
injuries. After unpinning, keep the templates aside. 
Grab a pair of scissors and let’s start cutting the pieces 
out. Do this slowly and precisely. Once you are done 
with the cutting, keep the front pieces aside.

Now, on the remaining cloth, place the second set of 
front templates, both left and right. Pin these tem-
plates in place as well with some beaded pins. Start 
with the front main right and make your way to the 
other piece. After pinning, use a piece of chalk to trace 
the templates on the fabric. Mind the curved edges 
while tracing. Once you are done, keep the chalk aside 
and unpin the templates from the fabric. Take a pair of 
scissors and cut along the traced lines. The smallest 
pieces are the hardest to cut, ensure that you cut out 
the templates carefully. Keep the cut pieces aside.

Now with the remaining fabric, fold it like shown in the 
tutorial and place the back template over it. Notice 
that one side of the template says on fold, ensure that 
you place that side over the fabric fold. Use some 
beaded pins to pin the template on the fabric. And 
while pinning, ensure that the pins go through both 
layers of the fabric. After you are done, trace the tem-
plate onto the fabric with a piece of chalk. Go slow and 
be precise during the step. Then unpin the template 
and keep it aside. Grab a pair of scissors to cut out the 
traced template. Slowly and steadily cut the back piece 
out. Keep the cut piece aside.

Now fold the remaining cloth once again and place the 
collar template with seam allowance onto it. Pin it in 
place at both ends. And use a piece of chalk to trace it 
onto the fabric. The curved edges can be a bit tricky, 
but practice makes perfect. Next, unpin the template 
and keep it aside. However, we will once again pin the 
fabric to hold it in place while cutting as it’s important 
to have a consistent shape for both the collar pieces. 
Now, we will cut the pieces out using a pair of scissors. 
After you are done cutting, keep the pieces aside.

Don’t throw away the left-over material just yet, place 
the jacket pocket template over it and pin it in place. 
Trace the template using chalk. Then unpin the tem-
plate and keep it aside. Cut the piece out. 

Just to recap, we’ve cut two main left and right front 
pieces, followed by the Left & right front Lining pieces, 
two collar pieces, and a pocket in printed fabric. We 
also have the back piece ready. 

ைலன�ங் �ண�ய எ�த்� அைத ��சா வ��ங்க. இ� ராங் 
ைசட், அ� ைரட் ைசட். ராங் ைசட்-ல இட�, வல� 
�ன்பக்க ைலன�ங்� மார்க் ெசய்யப்பட்ட ெடம்ப்ேளட்ஸ 
ைவ�ங்க, அைதத் ெதாடர்ந்� ஜாக்ெகட் பாக்ெகட் 
ெடம்ப்ேளட்-அ ைவங்க. ஏற்ெகனேவ ெசய்த அேத ப�ராசஸ 
�ப�ட் பண்�ேவாம். இந்த ெடம்ப்ேளட்ஸ மண�ேகார்த்த 
ப�ன்சால �ண�ல ப�ன் பண்ண�ம். ெமாத்த 
ெடம்ப்ேளட்ட�ம் ப�ன் பண்�ங்க, ஏன்னா ட்ேரஸ் 
பண்�ம்ேபா� �ண� அைசயாம இ�க்கறைத இ�தான் 
உ�தி ெசய்�ம். இ� ��ஞ்ச�ம், ெடம்ப்ேளட்ட �ண� 
ேமல ெவச்� ட்ேரஸ் பண்�ங்க. �ன்பக்க ைலன�ங் 
ெடம்ப்ேளட்ல ெதாடங்கி மற்ற ெடம்ப்ேளட்ஸ ேநாக்கி 
ேபாங்க. வைளவான வ�ள�ம்�கள �ற்றி ட்ேரஸ் பண்றப்ப 
ைக ஆடாம இ�க்கறைத உ�தி ெசய்�க்கங்க. ட்ேரஸ் 
பண்ண� ��ச்ச�க்� அப்�றம் ப�ன்ஸ ந�க்கி, ெடம்ப்ேளட்ஸ 
தன�யா ெவச்சி�ங்க.

ட்ேரஸ் பண்ண�ன ைலன்ஸ்ல கட் பண்�ங்க. இந்த 
ஸ்ெடப்-அ ெம�வா கவனமா ெசய்ய�ம், ஏன்னா ேஷப் 
மற்�ம் அள�கள் ச�யா இ�க்கற� �க்கியம். இந்த 
�� ப�சஸ கட் பண்ண� ��ச்ச�ம், �ண�ய ஃப்ள�ப் 
பண்ண� ைரட் ைசட் உங்கைள ேநாக்கி இ�க்க மாதி� 
ெவச்சிகிட்� �ேடா�யல்ல காட்� இ�க்க மாதி� ம��ங்க. 
ெடம்ப்ேளட்ஸ ச�யான எடத்தில மண�ேகார்த்த ப�ன்ஸ 
�ஸ் பண்ண� ப�ன் பண்ண�ம். சாக் ெவச்� ெடம்ப்ேளட்ஸ 
ட்ேரஸ் பண்�ங்க. ட்ேரஸ் பண்ண� ��ச்ச�ம் �ன்ன 
மாதி� ப�ன்ஸ ந�க்கி, ெடம்ப்ேளட்ஸ தன�யா ெவச்சி�ங்க. 
கட் பண்றப்ப நல்லா அைசயாம இ�க்க �ண�ல ம�ப��ம் 
ப�ன் பண்ண�க்கலாம். ட்ேரஸ் பண்ண�ன ைலன்ஸ்ல 
கத்த�க்ேகாலால கட் பண்�ங்க. 

இ�வைர நாம ைலன�ங் �ண�ேலந்� �ன்பக்க இட�, 
�ன்பக்க வல�, ப�ன்பக்கம் அப்றம் ஜாக்ெகட் பாக்ெகட் 
ப�சஸ் கட் பண்ண�ய��க்ேகாம். இந்த ப�சஸ தன�யா 
ைவ�ங்க.

அ�த்�, ஃப்�சிங் �ண�ய எ�த்� அைத பாதியா ம�ங்க. 
காலர்� மார்க் பண்ண�ன ெடம்ப்ேளட்ட �ண� ேமல ெவச்� 
அைத ட்ேரஸ் பண்�ங்க. இ� ��ஞ்ச�ம் அந்த ப�ஸ கட் 
பண்ண� எ�ங்க. அவ்ேளாதான், �தல் ஸ்ெடப் ��ஞ்��.

ஸ்ெடப் 2 பாக்ெகட் தயா�த்தல், அைத �ன்பக்க 
�ண��டன் அட்டாச் ெசய்தல்

ெரண்� ஜாக்ெகட் பாக்ெகட் ப�சஸ், ெமய�ன் �ண�, அப்றம் 
ைலன�ங் �ண�ய எ�த்�க்கங்க. இந்த ெரண்� �ண�ைய�ம் 
�ேடா�யல்ல காட்� இ�க்க மாதி� ைரட் ைசட், ைரட் 
ைசட்-அ பாக்கறா மாதி� அைலன் பண்ண�கிட்� அைத 
டாப்ல ச�யான எடத்தில ெவச்� ப�ன் பண்�ங்க. 
இவற்ைற ஒண்ணா ைவச்� ைதக்கலாம். 

your USHA Janome Wonder Stitch Plus and align the top 
edge of the jacket pocket with the presser foot and 
ensure your Pattern Stitch Selector is set to A which is for 
Straight Stitch and the Stitch Length Dial is set to 2.5. 
And begin sewing. After reaching the other end, lift the 
presser foot, cut the thread and remove the pin. For a 
better finish, cut off any excess threads. 

As you can see, we’ve stitched the top end of the jacket 
pocket. Now, open the pocket and fold it on the wrong 
side like shown in the tutorial. Remember to leave a 
quarter-inch margin at the sides all over. To set this fold 
in and for the ease of sewing, we'll have to iron the 
jacket pocket. 

Bring your jacket pocket to the ironing board, iron it 
once overall before folding it backward again. Remem-
ber to leave in quarter-inch space on all sides like indi-
cated before and iron over the fold. Mind your hands 
while ironing to avoid any injuries. 

To make ironing over the corner easier, give notches to 
the fabric and then continue folding and ironing over it. 
Once you are done with pressing, gently keep the jacket 
pocket aside and bring out the front main-right fabric. 

Lay it right side up and from the top measure 10 inches 
and mark it. Place the ironed jacket pocket under the 10 
inches mark. Ensure that it is placed straight and not 
crooked and proceed to pin it in place on all sides. We'll 
be sewing the edges and leaving the top unstitched.

Align the edge of the jacket pocket with the presser foot 
and begin sewing. Remove the pins as you go and when 
you reach the edge, use the pivot technique, where we 
turn the fabric without lifting the needle to ensure that 
it's one straight stitch throughout. Don't forget to do a 
round of reverse stitches at the end, this step will secure 
our straight stitches. Cut off the extra threads. As you 
can see, we've stitched the jacket pocket to the main 
fabric. 

Step 3 Joining the front and back pieces by 
sewing the shoulders

Now for the next step, bring out the other main front 
fabric. Place the back fabric over the two front fabrics 
right side facing right like shown in the tutorial. Align the 
shoulders properly and pin them in place. Do this for 
both sides. We'll be sewing the shoulders now. 

Bring the pinned fabrics to your Usha Janome Wonder 
Stitch Plus Sewing Machine and begin sewing after 
aligning the shoulder with the edge of the presser foot. 
Slowly make your way to the end. After you are done 
with one side, sew the other shoulder as well. Don't 
forget reverse stitches at the end. Your final stitches 
should look like this.

Step 4 Preparing the lining fabric 

We'll now work on the lining fabric. Bring out the front 
lining pieces as well as the second front pieces that we 
cut from the main fabric. Lay them like shown in the 
tutorial. Now place the main fabric over the lining fabric, 
right side facing right, and pin them in place. Do the 
same for the other side. 

We'll now sew them together by doing a round of 
straight stitches at the edge. Align the pinned fabric to 
the edge of the presser foot and begin sewing. Take the 
pins out as you go. Once you reach the end, stop sewing 
and cut off any extra threads. Keep the piece aside and 
repeat the same process on the other piece. Ensure that 
you do reverse stitches at the start and end every time 
you do straight stitches as this will help secure our stitch-
es. After you are done, cut off the extra threads. Your 
final stitches should look like this. 

As you can see, we've stitched the lining and the main 
fabric together. Now, open the fold and iron over it as 
this will help us set the fold and allow the stitches to 
settle in. Iron both the fabrics. Take the ironed fabrics 
and place them right side facing up. Now place the back 
fabric over them, right side facing the right. 

Match both the shoulders and pin them in place. Let's 
sew over the pinned sections. 

Remove the pins and align the shoulder with the press-
er foot and begin sewing. After you are done, do the 
same on the other side. Your final stitches should look 
like this. 

Step 5 Attaching the lining fabric to the main 
fabric

After sewing the shoulders, keep the lining fabric aside 
and bring out the main fabric. Open it completely right 
side facing you and place the lining fabric over it, right 
side facing the right side. We'll be sewing the armholes 
and the sides to attach the lining fabric to the main 
fabric. 

Once they are attached, we'll be sewing the side seam. 
However, before that from the bottom, mark 3.5 inches 
on both sides like shown in the video. 

We'll tell you the reason behind this later in the video. 
Now take your fabrics to your USHA Wonder Stitch Plus 
. First, we'll work on attaching the lining and the main 
fabric. We are going to sew the fabrics together from 
the extension of the neckline as indicated. 

Start from the extension of the neckline, then move to 
the jacket opening and slowly make your way to the 
bottom. Use the pivot technique at the edges and 
continue sewing till you reach the 3.5-inch mark on the 
side and stop. 

Move to the other side and repeat the same process. 
We will be sewing around 1” of the neckline and then 
continuing along the jacket opening as indicated. Start 
from the neckline and slowly and steadily make your 
way down the jacket opening towards the bottom and 
then the sides, when you reach the 3.5-inch mark, stop. 

Now, we move to the back. Fold the fabrics so that you 
can create the 3.5-inch mark on the backside as well. 
Do this on both the left and right sides. After you are 
done, we'll be sewing from the marked point, across 
the bottom-line and till the marked point on the oppo-
site side. Match the fabric correctly and place it under 
the presser foot. We'll be using the pivot technique to 
ensure one straight stitch throughout. After you are 
done, cut off all the extra threads.

Next on the list is sewing the armholes. Only join the 
armholes and leave the opening from the end of the 
armhole to the 3.5 inches mark untouched. Do the 
same on the other side. Once you are done, we'll create 
notches in the circular areas of the fabric like the arm-
hole and the bottom hem as shown in the video. This 
ensures that the fabric sits well when worn. Start at the 
armhole and then proceed to the bottom hem. Also 
slash the neckline and trim of the corner allowance as 
shown. Do the same on the other side. Create notches 
on the armhole and the bottom hem and create a slit 
on the collar.    

Step 6 Finishing the side seams

We will now be working on the side seam. Turn the 
jacket inside out with the open side seam. We will be 
stitching front side seam to back side seam but make
sure you work only with the main fabrics. Align the two 
fabrics under the presser foot and begin sewing. Start 
sewing from the slit towards the arm hole. Once you 
come closer to the arm holes,  make sure they are 
aligned correctly and continue stitching over it. We now 
move onto the lining fabric in a continuous stitch. Join 
the front and back lining pieces together. Keep stitch-
ing till you reach about 5 inches from the slit. Lock the 
stitches and cut the thread. We will leave the lining as it 
is and move onto stitching the main fabric till the end. 
Stitch on the main fabric only and then continue onto 
the lining fabric. 

Once done cut the thread. As you can see we have left 
the lining part of the side seam open. This will have to 
be hand hemmed later. We repeat the exact same 
process for sewing the other side seam. 

Your final stitches should look like this. Now, bring out 
the ironing board , we'll be ironing over all the folds. 
Start from the bottom and continue ironing the jacket 
opening. Keep adjusting the folds as you iron to ensure 
that the folds look sharp. Don't forget to iron over the 
armholes. This is an important step as this will give our 
fabric a superior finish.

We have ironed the front folds, the bottom, arm holes 
and the side seam.

Step 7 Preparing the collar and attaching it

For the final step, we'll be working on attaching the 
collar. Keep the fabric aside and bring out the collar 
pieces. You should have two pieces of main fabric and 
two pieces of fusing fabric. Turn one of the collar pieces 
of the main fabric and place the fusing fabric over it like 
shown in the tutorial. Then, place these two fabrics on 
the iron board and use your iron to attach these two 
pieces by slowly pressing the fusing fabric onto the 
main fabric. Next, place the other fusing fabric over this 
material and once again press them together.  
After you are done, flip the collar piece so that the right 
side faces you and place the other main fabric piece 
over it, the right side facing the right side. We'll be 
sewing the sides and the top section. 

Take the collar piece to your sewing machine and begin 
sewing. Ensure that you do one straight stitch across all 
three sides using the pivot technique. Cut off the extra 
threads when done. As you can see, we've stitched 
these three sides. 

Now fold the seam allowance and iron over them like 
shown in the tutorial. Do it one side at a time. After you 
are done, turn the collar inside out and once again iron 
over it. We are done prepping our collar, time to now 
attach it to our Nehru Jacket.

Bring out our main fabric. Pin the unstitched section of 
the collar fabric to the neckline from the inside like 
shown in the tutorial. Ensure that you pin it to the both 
main and lining fabric. Once you are done, bring the 
pinned pieces to your sewing machine and proceed 
with sewing. Remove the pins as you go and slowly go 
around the collar.

After you are done sewing, we'll be hand hemming the 
unstitched side of the collar. Fold the seam allowance at 
the bottom inside and place the one at the top over it 
and fold it inwards like shown in the tutorial. This is a 
tricky step, be sure to pay close attention. Now, we'll 
stitch over the fold. Keep folding the seam allowance as 
you go all across the collar. Your handiwork should look 
like this. 

We are almost done! For the finishing touches, finish 
hemming the side seams that we'd left for later. Join 
the lining fabrics together and sew over them. Do this 
on both sides. After finishing, cut off any excess threads 
and examine your handiwork.

Just to recap, in this step, we've attached the collar and 
hemmed it neatly from the inside, and also completed 
the leftover side seams.

And we are done! You can embellish the Nehru Jacket 
as per your preference. We've added a matching acces-
sory and a bright coloured pocket square. Doesn’t it 
look absolutely stylish? A perfect essential for the wed-
ding season. 
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Material Required
2 meters of printed fabric with a width of 45”
2 meters of lining fabric with a width of 45”
1/4 meter canvas fusing
Template of the Nehru jacket which you can download 
from our website www.ushasew.com
Beaded Pins
Chalk
Scissors
Matching Thread
Hand needle

We'll be learning template marking & fabric cutting, 
preparing and attaching the pocket, joining the front 
and back pieces, preparing the lining fabric, attaching 
the lining fabric to the main fabric, and lastly, preparing 
and attaching the collar. 

Step 1 Template Marking & Fabric Cutting

Take any fabric of your choice. Open the fabric com-
pletely and lay it wrong side facing up. Time to place 
the templates downloaded from www.ushasew.com on 
the fabric. Let’s start with the templates marked front, 
place them on the fabric. Use some beaded pins to pin 
these two templates in place. This is an important step 
as it secures the template to the fabric and makes it 
easier to trace. After you are done, use a piece of chalk 
and trace the templates on the fabric. Be extra careful 
on the curved edges as this can make or break our 
pattern. 

Next, unpin the templates. Ensure that you put the 
beaded pins back in the pin cushion to avoid any 
injuries. After unpinning, keep the templates aside. 
Grab a pair of scissors and let’s start cutting the pieces 
out. Do this slowly and precisely. Once you are done 
with the cutting, keep the front pieces aside.

Now, on the remaining cloth, place the second set of 
front templates, both left and right. Pin these tem-
plates in place as well with some beaded pins. Start 
with the front main right and make your way to the 
other piece. After pinning, use a piece of chalk to trace 
the templates on the fabric. Mind the curved edges 
while tracing. Once you are done, keep the chalk aside 
and unpin the templates from the fabric. Take a pair of 
scissors and cut along the traced lines. The smallest 
pieces are the hardest to cut, ensure that you cut out 
the templates carefully. Keep the cut pieces aside.

Now with the remaining fabric, fold it like shown in the 
tutorial and place the back template over it. Notice 
that one side of the template says on fold, ensure that 
you place that side over the fabric fold. Use some 
beaded pins to pin the template on the fabric. And 
while pinning, ensure that the pins go through both 
layers of the fabric. After you are done, trace the tem-
plate onto the fabric with a piece of chalk. Go slow and 
be precise during the step. Then unpin the template 
and keep it aside. Grab a pair of scissors to cut out the 
traced template. Slowly and steadily cut the back piece 
out. Keep the cut piece aside.

Now fold the remaining cloth once again and place the 
collar template with seam allowance onto it. Pin it in 
place at both ends. And use a piece of chalk to trace it 
onto the fabric. The curved edges can be a bit tricky, 
but practice makes perfect. Next, unpin the template 
and keep it aside. However, we will once again pin the 
fabric to hold it in place while cutting as it’s important 
to have a consistent shape for both the collar pieces. 
Now, we will cut the pieces out using a pair of scissors. 
After you are done cutting, keep the pieces aside.

Don’t throw away the left-over material just yet, place 
the jacket pocket template over it and pin it in place. 
Trace the template using chalk. Then unpin the tem-
plate and keep it aside. Cut the piece out. 

Just to recap, we’ve cut two main left and right front 
pieces, followed by the Left & right front Lining pieces, 
two collar pieces, and a pocket in printed fabric. We 
also have the back piece ready. 

Now, let’s take the lining fabric and open it completely. 
This will be the wrong side and this is the right side. 
On the wrong side, place the templates marked as 
front lining left and right, followed by the jacket pocket 
template. We will repeat the same process as before. 
Pin these templates to the fabric with some beaded 
pins. Pin the entire template as this will ensure that the 
cloth stays steady while tracing. After you are done, 
carefully trace the template onto the fabric. Start with 
the front lining left template and make your way 
towards the other templates. Make sure to have a 
steady hand while tracing around the curved edges. 
Post tracing, unpin the template and keep it aside. 

Now cut along the traced lines. Do this step slowly and 
steadily as it’s important to get the shape and mea-
surements right. After you are done cutting the three 
pieces, flip the cloth around with the right side facing 
you and fold it like shown in the tutorial. Place the back 
template on the folded side. Ensure that you place the 
side that says on fold correctly over the fabric fold. 
Proceed to then pin the template in place with some 
beaded pins. Then use a piece of chalk to trace the 
template. Once the tracing is complete, like before, 
unpin the template and keep it aside. You can re-pin 
the fabric for some extra stability while cutting. Then 
use a pair of scissors and cut along the traced lines. 

To recap, out of the lining fabric, we’ve cut front left, 
front right, back, and jacket pocket pieces. Keep these 
pieces aside. 

Next, take the fusing fabric and fold it in half. Place the 
template marked collar over the fabric and trace it. 
After you are done, use a pair of scissors to cut the 
piece out. Viola, we are done with step 1. 

Step 2 Preparing the pocket & attaching it 
to the front fabric

For Step 2, we’ll be working on preparing the pocket & 
attaching it to the front fabric. Take the two pieces of 
the jacket pocket, the main fabric, and the lining fabric. 
Align these two fabrics, right side facing right as shown 
in the tutorial, and pin it in place at the top. We’ll be 
sewing them together now. Take the pinned fabric to 

ப�ன் பண்ண�ன �ண�ய உஷா ஒன்டர் ஸ்�ச் ப�ளஸ் ைதயல் 
மிஷி�க்� ெகாண்� வந்�, ஜாக்ெகட் பாக்ெகட்�ன் டாப் 
எட்ஜ ப�ரஸ்ஸர் ஃ�ட்ல அைலன் பண்�ங்க, ேபட்டன் ஸ்�ச் 
ெசலக்டார ‘ஏ’ல ெசட் பண்�ங்க, இ� ேநர் ைதய�க்கான� 
அப்றம் ஸ்�ச் ெலங்க்த் டயைல 2.5க்� ெசட் பண்�ங்க. 
ைதக்க ஆரம்ப�ங்க. �ைனக்� வந்த ப�ற� ப�ரஸ்ஸர் ஃ�ட்-
அ லிஃப்ட் பண்ண� �ைல கட் பண்ண�ட்� ப�ன்-அ ந�க்கி�ங்க. 
ஃப�ன�ஷிங் ெபட்டரா இ�க்க அதிகப்ப�யான �ைல கட் 
பண்ண��ங்க. 

இப்ப நாம ஜாக்ெகட் பாக்ெகட்-ன் டாப் �ைனய 
ைதச்சிட்ேடாங்கறத ந�ங்க பாக்கலாம். பாக்ெகட்ைட ஓபன் 
பண்ண� �ேடா�யல்ல காட்� இ�க்க மாதி� ராங் ைசட்ல 
ம�ங்க. பக்கங்கள் ��சா ஒ� கால் அங்�ல மார்ஜின் 
வ�ட�ங்கறைத மறக்காத�ங்க. 

இந்த ம�ப்ைப ெசட் பண்ண�ம் ைதக்க ஈசியா இ�க்க�ம், 
ஜாக்ெகட் பாக்ெகட்-அ அயர்ன் பண்ண�ம். ம�ப��ம் 
ப�ன்ேநாக்கி ம�க்கற�க்� �ன்னால அைத ��சா அயர் 
பண்�ங்க. ஏற்ெகனேவ �றிப்ப�ட்ட மாதி� எல்லா 
பக்கங்கள்ல�ம் கால் அங்�ல அள�க்� இடம் வ��ங்க. 
�ைனய�ல அயர்ன் பண்ற� ஈசியா இ�க்க �ண�க்� 
ேநாட்சஸ் ��ங்க. பாக்ெகட் எட்ஜ ைலன�ங் ேமல ம�ச்� 
ஸ்லாஷ் பண்ண�னப்பறம் ம�ப்� ேமல அயர்ன் பண்ண�ம். 
அயர்ன் பண்�ம்ேபா� ைகய �ட்�க்காம எச்ச�க்ைகயா 
இ�ங்க. ெதாடர்ந்� ம�ச்சிட்ேட அ�க்�ேமல அயர்ன் 
பண்�ங்க. 

அயர்ன் பண்ண� ��ச்ச ப�ற�, ஜாக்ெகட் பாக்ெகட்-அ தன�யா 
ெவச்சிட்� �ன்பக்க இட� �ண�ய ெவள�ய எ�ங்க. ைரட் 
ைசட் ேமல இ�க்க மாதி� ெவச்சிட்� 10 டாப்ேலந்� 
அங்�லம் அளந்�ட்� மார்க் பண்ண�க்கங்க. 

அயர்ன் ெசய்த ஜாக்ெகட் பாக்ெகட்-அ 10 அங்�ல மார்க் 
அ�ய�ல ைவ�ங்க. இ� ேநரா. ��ங்காம ைவக்கப்பட�ம் 
இட� வல� ெரண்�க்�ம் ந��ல இ�க்க�ங்றைத உ�தி 
ெசய்�க்க�ம். எல்லா பக்கங்கள்ல�ம் ச�யான எடத்தில 
ெவச்� ப�ன் பண்�ங்க. நாம டாப்-அ ைதக்காம வ�ட்�ட்� 
வ�ள�ம்�கைள ைதக்க�ம்.

ப�ரஸ்ஸர் ஃ�ட் அ�ல ஜாக்ெகட் பாக்ெகட்-ன் எட்ஜ அைலன் 
பண்ண� ைதக்க ஆரம்ப�ங்க. ைதச்சிட்ேட ப�ன்ஸ ந�க்கிட்ேட 
வாங்க, எட்ஜ் வந்த ப�ற� ப�ேவட் ெடக்ன�க்ைக �ஸ் 
பண்�ங்க, இதன்ப� நாம ஊசிய லிஃப்ட் பண்ணாமேல 
�ண�ய தி�ப்ப ���ம், இப்� ெசய்யறதால அ� ��க்க 
ஒேர ைதயலா இ�க்�ம். ��யற எடத்தில ஒ� ர�ண்ட் 
�வர்ஸ் ஸ்�ச் ேபாட மறக்காத�ங்க, இந்த ஸ்ெடப் �லம் 
ேநர் ைதயல்கள் ெசக்�ர் பண்ண�க்கலாம். அதிகப்ப�யான 
�ைல கட் பண்ண��ங்க. இப்ப நாம ஜாக்ெகட் பாக்ெகட்ட 
ெமய�ன் �ண�ேயாட ைதச்சிட்ேடாம் பா�ங்க.

Step 3 Joining the front and back pieces by 
sewing the shoulders

Now for the next step, bring out the other main front 
fabric. Place the back fabric over the two front fabrics 
right side facing right like shown in the tutorial. Align the 
shoulders properly and pin them in place. Do this for 
both sides. We'll be sewing the shoulders now. 

Bring the pinned fabrics to your Usha Janome Wonder 
Stitch Plus Sewing Machine and begin sewing after 
aligning the shoulder with the edge of the presser foot. 
Slowly make your way to the end. After you are done 
with one side, sew the other shoulder as well. Don't 
forget reverse stitches at the end. Your final stitches 
should look like this.

Step 4 Preparing the lining fabric 

We'll now work on the lining fabric. Bring out the front 
lining pieces as well as the second front pieces that we 
cut from the main fabric. Lay them like shown in the 
tutorial. Now place the main fabric over the lining fabric, 
right side facing right, and pin them in place. Do the 
same for the other side. 

We'll now sew them together by doing a round of 
straight stitches at the edge. Align the pinned fabric to 
the edge of the presser foot and begin sewing. Take the 
pins out as you go. Once you reach the end, stop sewing 
and cut off any extra threads. Keep the piece aside and 
repeat the same process on the other piece. Ensure that 
you do reverse stitches at the start and end every time 
you do straight stitches as this will help secure our stitch-
es. After you are done, cut off the extra threads. Your 
final stitches should look like this. 

As you can see, we've stitched the lining and the main 
fabric together. Now, open the fold and iron over it as 
this will help us set the fold and allow the stitches to 
settle in. Iron both the fabrics. Take the ironed fabrics 
and place them right side facing up. Now place the back 
fabric over them, right side facing the right. 

Match both the shoulders and pin them in place. Let's 
sew over the pinned sections. 

Remove the pins and align the shoulder with the press-
er foot and begin sewing. After you are done, do the 
same on the other side. Your final stitches should look 
like this. 

Step 5 Attaching the lining fabric to the main 
fabric

After sewing the shoulders, keep the lining fabric aside 
and bring out the main fabric. Open it completely right 
side facing you and place the lining fabric over it, right 
side facing the right side. We'll be sewing the armholes 
and the sides to attach the lining fabric to the main 
fabric. 

Once they are attached, we'll be sewing the side seam. 
However, before that from the bottom, mark 3.5 inches 
on both sides like shown in the video. 

We'll tell you the reason behind this later in the video. 
Now take your fabrics to your USHA Wonder Stitch Plus 
. First, we'll work on attaching the lining and the main 
fabric. We are going to sew the fabrics together from 
the extension of the neckline as indicated. 

Start from the extension of the neckline, then move to 
the jacket opening and slowly make your way to the 
bottom. Use the pivot technique at the edges and 
continue sewing till you reach the 3.5-inch mark on the 
side and stop. 

Move to the other side and repeat the same process. 
We will be sewing around 1” of the neckline and then 
continuing along the jacket opening as indicated. Start 
from the neckline and slowly and steadily make your 
way down the jacket opening towards the bottom and 
then the sides, when you reach the 3.5-inch mark, stop. 

Now, we move to the back. Fold the fabrics so that you 
can create the 3.5-inch mark on the backside as well. 
Do this on both the left and right sides. After you are 
done, we'll be sewing from the marked point, across 
the bottom-line and till the marked point on the oppo-
site side. Match the fabric correctly and place it under 
the presser foot. We'll be using the pivot technique to 
ensure one straight stitch throughout. After you are 
done, cut off all the extra threads.

Next on the list is sewing the armholes. Only join the 
armholes and leave the opening from the end of the 
armhole to the 3.5 inches mark untouched. Do the 
same on the other side. Once you are done, we'll create 
notches in the circular areas of the fabric like the arm-
hole and the bottom hem as shown in the video. This 
ensures that the fabric sits well when worn. Start at the 
armhole and then proceed to the bottom hem. Also 
slash the neckline and trim of the corner allowance as 
shown. Do the same on the other side. Create notches 
on the armhole and the bottom hem and create a slit 
on the collar.    

Step 6 Finishing the side seams

We will now be working on the side seam. Turn the 
jacket inside out with the open side seam. We will be 
stitching front side seam to back side seam but make
sure you work only with the main fabrics. Align the two 
fabrics under the presser foot and begin sewing. Start 
sewing from the slit towards the arm hole. Once you 
come closer to the arm holes,  make sure they are 
aligned correctly and continue stitching over it. We now 
move onto the lining fabric in a continuous stitch. Join 
the front and back lining pieces together. Keep stitch-
ing till you reach about 5 inches from the slit. Lock the 
stitches and cut the thread. We will leave the lining as it 
is and move onto stitching the main fabric till the end. 
Stitch on the main fabric only and then continue onto 
the lining fabric. 

Once done cut the thread. As you can see we have left 
the lining part of the side seam open. This will have to 
be hand hemmed later. We repeat the exact same 
process for sewing the other side seam. 

Your final stitches should look like this. Now, bring out 
the ironing board , we'll be ironing over all the folds. 
Start from the bottom and continue ironing the jacket 
opening. Keep adjusting the folds as you iron to ensure 
that the folds look sharp. Don't forget to iron over the 
armholes. This is an important step as this will give our 
fabric a superior finish.

We have ironed the front folds, the bottom, arm holes 
and the side seam.

Step 7 Preparing the collar and attaching it

For the final step, we'll be working on attaching the 
collar. Keep the fabric aside and bring out the collar 
pieces. You should have two pieces of main fabric and 
two pieces of fusing fabric. Turn one of the collar pieces 
of the main fabric and place the fusing fabric over it like 
shown in the tutorial. Then, place these two fabrics on 
the iron board and use your iron to attach these two 
pieces by slowly pressing the fusing fabric onto the 
main fabric. Next, place the other fusing fabric over this 
material and once again press them together.  
After you are done, flip the collar piece so that the right 
side faces you and place the other main fabric piece 
over it, the right side facing the right side. We'll be 
sewing the sides and the top section. 

Take the collar piece to your sewing machine and begin 
sewing. Ensure that you do one straight stitch across all 
three sides using the pivot technique. Cut off the extra 
threads when done. As you can see, we've stitched 
these three sides. 

Now fold the seam allowance and iron over them like 
shown in the tutorial. Do it one side at a time. After you 
are done, turn the collar inside out and once again iron 
over it. We are done prepping our collar, time to now 
attach it to our Nehru Jacket.

Bring out our main fabric. Pin the unstitched section of 
the collar fabric to the neckline from the inside like 
shown in the tutorial. Ensure that you pin it to the both 
main and lining fabric. Once you are done, bring the 
pinned pieces to your sewing machine and proceed 
with sewing. Remove the pins as you go and slowly go 
around the collar.

After you are done sewing, we'll be hand hemming the 
unstitched side of the collar. Fold the seam allowance at 
the bottom inside and place the one at the top over it 
and fold it inwards like shown in the tutorial. This is a 
tricky step, be sure to pay close attention. Now, we'll 
stitch over the fold. Keep folding the seam allowance as 
you go all across the collar. Your handiwork should look 
like this. 

We are almost done! For the finishing touches, finish 
hemming the side seams that we'd left for later. Join 
the lining fabrics together and sew over them. Do this 
on both sides. After finishing, cut off any excess threads 
and examine your handiwork.

Just to recap, in this step, we've attached the collar and 
hemmed it neatly from the inside, and also completed 
the leftover side seams.

And we are done! You can embellish the Nehru Jacket 
as per your preference. We've added a matching acces-
sory and a bright coloured pocket square. Doesn’t it 
look absolutely stylish? A perfect essential for the wed-
ding season. 

அப்�றம் ெலந்த்
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Material Required
2 meters of printed fabric with a width of 45”
2 meters of lining fabric with a width of 45”
1/4 meter canvas fusing
Template of the Nehru jacket which you can download 
from our website www.ushasew.com
Beaded Pins
Chalk
Scissors
Matching Thread
Hand needle

We'll be learning template marking & fabric cutting, 
preparing and attaching the pocket, joining the front 
and back pieces, preparing the lining fabric, attaching 
the lining fabric to the main fabric, and lastly, preparing 
and attaching the collar. 

Step 1 Template Marking & Fabric Cutting

Take any fabric of your choice. Open the fabric com-
pletely and lay it wrong side facing up. Time to place 
the templates downloaded from www.ushasew.com on 
the fabric. Let’s start with the templates marked front, 
place them on the fabric. Use some beaded pins to pin 
these two templates in place. This is an important step 
as it secures the template to the fabric and makes it 
easier to trace. After you are done, use a piece of chalk 
and trace the templates on the fabric. Be extra careful 
on the curved edges as this can make or break our 
pattern. 

Next, unpin the templates. Ensure that you put the 
beaded pins back in the pin cushion to avoid any 
injuries. After unpinning, keep the templates aside. 
Grab a pair of scissors and let’s start cutting the pieces 
out. Do this slowly and precisely. Once you are done 
with the cutting, keep the front pieces aside.

Now, on the remaining cloth, place the second set of 
front templates, both left and right. Pin these tem-
plates in place as well with some beaded pins. Start 
with the front main right and make your way to the 
other piece. After pinning, use a piece of chalk to trace 
the templates on the fabric. Mind the curved edges 
while tracing. Once you are done, keep the chalk aside 
and unpin the templates from the fabric. Take a pair of 
scissors and cut along the traced lines. The smallest 
pieces are the hardest to cut, ensure that you cut out 
the templates carefully. Keep the cut pieces aside.

Now with the remaining fabric, fold it like shown in the 
tutorial and place the back template over it. Notice 
that one side of the template says on fold, ensure that 
you place that side over the fabric fold. Use some 
beaded pins to pin the template on the fabric. And 
while pinning, ensure that the pins go through both 
layers of the fabric. After you are done, trace the tem-
plate onto the fabric with a piece of chalk. Go slow and 
be precise during the step. Then unpin the template 
and keep it aside. Grab a pair of scissors to cut out the 
traced template. Slowly and steadily cut the back piece 
out. Keep the cut piece aside.

Now fold the remaining cloth once again and place the 
collar template with seam allowance onto it. Pin it in 
place at both ends. And use a piece of chalk to trace it 
onto the fabric. The curved edges can be a bit tricky, 
but practice makes perfect. Next, unpin the template 
and keep it aside. However, we will once again pin the 
fabric to hold it in place while cutting as it’s important 
to have a consistent shape for both the collar pieces. 
Now, we will cut the pieces out using a pair of scissors. 
After you are done cutting, keep the pieces aside.

Don’t throw away the left-over material just yet, place 
the jacket pocket template over it and pin it in place. 
Trace the template using chalk. Then unpin the tem-
plate and keep it aside. Cut the piece out. 

Just to recap, we’ve cut two main left and right front 
pieces, followed by the Left & right front Lining pieces, 
two collar pieces, and a pocket in printed fabric. We 
also have the back piece ready. 

Now, let’s take the lining fabric and open it completely. 
This will be the wrong side and this is the right side. 
On the wrong side, place the templates marked as 
front lining left and right, followed by the jacket pocket 
template. We will repeat the same process as before. 
Pin these templates to the fabric with some beaded 
pins. Pin the entire template as this will ensure that the 
cloth stays steady while tracing. After you are done, 
carefully trace the template onto the fabric. Start with 
the front lining left template and make your way 
towards the other templates. Make sure to have a 
steady hand while tracing around the curved edges. 
Post tracing, unpin the template and keep it aside. 

Now cut along the traced lines. Do this step slowly and 
steadily as it’s important to get the shape and mea-
surements right. After you are done cutting the three 
pieces, flip the cloth around with the right side facing 
you and fold it like shown in the tutorial. Place the back 
template on the folded side. Ensure that you place the 
side that says on fold correctly over the fabric fold. 
Proceed to then pin the template in place with some 
beaded pins. Then use a piece of chalk to trace the 
template. Once the tracing is complete, like before, 
unpin the template and keep it aside. You can re-pin 
the fabric for some extra stability while cutting. Then 
use a pair of scissors and cut along the traced lines. 

To recap, out of the lining fabric, we’ve cut front left, 
front right, back, and jacket pocket pieces. Keep these 
pieces aside. 

Next, take the fusing fabric and fold it in half. Place the 
template marked collar over the fabric and trace it. 
After you are done, use a pair of scissors to cut the 
piece out. Viola, we are done with step 1. 

Step 2 Preparing the pocket & attaching it 
to the front fabric

For Step 2, we’ll be working on preparing the pocket & 
attaching it to the front fabric. Take the two pieces of 
the jacket pocket, the main fabric, and the lining fabric. 
Align these two fabrics, right side facing right as shown 
in the tutorial, and pin it in place at the top. We’ll be 
sewing them together now. Take the pinned fabric to 

your USHA Janome Wonder Stitch Plus and align the top 
edge of the jacket pocket with the presser foot and 
ensure your Pattern Stitch Selector is set to A which is for 
Straight Stitch and the Stitch Length Dial is set to 2.5. 
And begin sewing. After reaching the other end, lift the 
presser foot, cut the thread and remove the pin. For a 
better finish, cut off any excess threads. 

As you can see, we’ve stitched the top end of the jacket 
pocket. Now, open the pocket and fold it on the wrong 
side like shown in the tutorial. Remember to leave a 
quarter-inch margin at the sides all over. To set this fold 
in and for the ease of sewing, we'll have to iron the 
jacket pocket. 

Bring your jacket pocket to the ironing board, iron it 
once overall before folding it backward again. Remem-
ber to leave in quarter-inch space on all sides like indi-
cated before and iron over the fold. Mind your hands 
while ironing to avoid any injuries. 

To make ironing over the corner easier, give notches to 
the fabric and then continue folding and ironing over it. 
Once you are done with pressing, gently keep the jacket 
pocket aside and bring out the front main-right fabric. 

Lay it right side up and from the top measure 10 inches 
and mark it. Place the ironed jacket pocket under the 10 
inches mark. Ensure that it is placed straight and not 
crooked and proceed to pin it in place on all sides. We'll 
be sewing the edges and leaving the top unstitched.

Align the edge of the jacket pocket with the presser foot 
and begin sewing. Remove the pins as you go and when 
you reach the edge, use the pivot technique, where we 
turn the fabric without lifting the needle to ensure that 
it's one straight stitch throughout. Don't forget to do a 
round of reverse stitches at the end, this step will secure 
our straight stitches. Cut off the extra threads. As you 
can see, we've stitched the jacket pocket to the main 
fabric. 

ஸ்ெடப் 3 ேஷால்டர்ஸ் ைதத்� �ன்பக்க, ப�ன் பக்க ப�சஸ் 
ஜாய�ன் ெசய்தல்

இப்ப அ�த்த ஸ்ெடப், இன்ெனா� ெமய�ன் �ன்பக்க �ண�ய 
எ�ங்க. ப�ன் �ேடா�யல்ல காட்� இ�க்க மாதி� ேபக் 
�ண�ய ெரண்� �ன்பக்க �ண� ேமல ைரட் ைசட், ைரட் 
ைசட்-அ பாக்கறா மாதி� ைவங்க. ேஷார்டர்ஸ ச�யா ெவச்� 
அவற்ைற ப�ன் பண்�ங்க. இைத ெரண்� பக்கங்க�க்�ம் 
ெசய்�ங்க. இப்ப நாம ேஷார்டர்ஸ ைதக்கலாம்.

ப�ன் பண்ண�ன �ண�ய உஷா ஒன்டர் ஸ்�ச் ப�ளஸ் ைதயல் 
மிஷி�க்� ெகாண்� வாங்க ேஷால்டைர ப�ரஸ்ஸர் ஃ�ட் 
எட்ஜ்ல அைலன் பண்ண� ைதக்க ஆரம்ப�ங்க. ெம�வா 
கைடசி வைர ைத�ங்க. கைடசில �வர்ஸ் ஸ்�ச் ேபாட 
மறக்காத�ங்க. ஒ� பக்கம் ��ஞ்ச�ம் இன்ெனா� 
ேஷால்டைர ைதக்க மறக்காத�ங்க. ந�ங்க ைதச்ச� பாக்க 
இப்ப� இ�க்க�ம்.  

ஸ்ெடப் 4 ைலன�ங் �ண� தயா�த்தல்

இப்ப ைலன�ங் �ண�ய பாக்கலாம். �ன்பக்க ைலன�ங் ப�சஸ் 
அப்றம் ெமய�ன் �ண�ல நாம கட் பண்ண�ன ெரண்டாவ� 
�ன்பக்க ப�சஸ�ம் எ�ங்க. �ேடா�யல்ல காட்� இ�க்க 
மாதி� அவற்ைற ைவ�ங்க. ைரட் ைசட், ைரட் ைசட்-அ 
பாக்கறா மாதி� ைலன�ங் �ண� ேமல ெமய�ன் �ண�ய 
ைவச்� ச�யான எடத்தில ப�ன் பண்�ங்க. இன்ெனா� 
பக்கத்�க்�ம் இைதேய ெசய்�ங்க.

இைத நாம வ�ளம்�ல ஒ� ர�ன்ட் ேநர் ைதயல் ேபாட்� 
ஒன்ணா ைதக்கலாம். ப�ன் பண்ண�ன �ண�ய ப�ரஸ்ஸர் ஃ�ட் 
எட்ஜ்ல அைலன் பண்ண� ைதக்க ஆரம்ப�ங்க. ைதச்சிட்ேட 
ப�ன்ஸ ந�க்கிட்ேட வாங்க, ��யற எடத்�க்� வந்த ப�ற� 
ைதக்கறைத நி�த்திட்� அதிகப்ப�யான �ைல கட் 
பண்ண��ங்க. இந்த ப�ஸ தன�யா ெவச்சிட்� இன்ெனா� 
ப��க்�ம் இைத ப�ராசஸ �ப�ட் பண்�ங்க. ேநர் ைதயல் 
ேபாடற ஒவ்ெவா� தடைவ�ம் ஆரம்பத்தில�ம் ��யற 
எடத்தில�ம் கைடசில �வர்ஸ் ஸ்�ச் ேபாட மறக்காத�ங்க. 
இ� ைதயைல ெசக்�ர் பண்ண உத�ம். இ� ��ஞ்ச�ம் 
அதிகப்ப�யான �ைல கட் பண்ண��ங்க. ந�ங்க ைதச்ச� 
பாக்க இப்ப� இ�க்க�ம். 

நாம ைலன�ங் மற்�ம் ெமய�ன் �ண�ைய ஒன்ணா ேசர்த்� 
ைதச்சிட்ேடாம்� ந�ங்க பாக்கலாம். இப்ப, ம�ப்ைப திறந்� 
அ�க்� ேமல அயர்ன் பண்�ங்க இ� நமக்� ம�ப்ைப ெசட் 
பண்ண�ம் ைதயல் உள்ள ெசட்�ல் அகறைத�ம் உ�தி 
ெசய்�ம். ெரண்� �ண�கைள�ம் அயர்ன் பண்�ங்க.

Match both the shoulders and pin them in place. Let's 
sew over the pinned sections. 

Remove the pins and align the shoulder with the press-
er foot and begin sewing. After you are done, do the 
same on the other side. Your final stitches should look 
like this. 

Step 5 Attaching the lining fabric to the main 
fabric

After sewing the shoulders, keep the lining fabric aside 
and bring out the main fabric. Open it completely right 
side facing you and place the lining fabric over it, right 
side facing the right side. We'll be sewing the armholes 
and the sides to attach the lining fabric to the main 
fabric. 

Once they are attached, we'll be sewing the side seam. 
However, before that from the bottom, mark 3.5 inches 
on both sides like shown in the video. 

We'll tell you the reason behind this later in the video. 
Now take your fabrics to your USHA Wonder Stitch Plus 
. First, we'll work on attaching the lining and the main 
fabric. We are going to sew the fabrics together from 
the extension of the neckline as indicated. 

Start from the extension of the neckline, then move to 
the jacket opening and slowly make your way to the 
bottom. Use the pivot technique at the edges and 
continue sewing till you reach the 3.5-inch mark on the 
side and stop. 

Move to the other side and repeat the same process. 
We will be sewing around 1” of the neckline and then 
continuing along the jacket opening as indicated. Start 
from the neckline and slowly and steadily make your 
way down the jacket opening towards the bottom and 
then the sides, when you reach the 3.5-inch mark, stop. 

Now, we move to the back. Fold the fabrics so that you 
can create the 3.5-inch mark on the backside as well. 
Do this on both the left and right sides. After you are 
done, we'll be sewing from the marked point, across 
the bottom-line and till the marked point on the oppo-
site side. Match the fabric correctly and place it under 
the presser foot. We'll be using the pivot technique to 
ensure one straight stitch throughout. After you are 
done, cut off all the extra threads.

Next on the list is sewing the armholes. Only join the 
armholes and leave the opening from the end of the 
armhole to the 3.5 inches mark untouched. Do the 
same on the other side. Once you are done, we'll create 
notches in the circular areas of the fabric like the arm-
hole and the bottom hem as shown in the video. This 
ensures that the fabric sits well when worn. Start at the 
armhole and then proceed to the bottom hem. Also 
slash the neckline and trim of the corner allowance as 
shown. Do the same on the other side. Create notches 
on the armhole and the bottom hem and create a slit 
on the collar.    

Step 6 Finishing the side seams

We will now be working on the side seam. Turn the 
jacket inside out with the open side seam. We will be 
stitching front side seam to back side seam but make
sure you work only with the main fabrics. Align the two 
fabrics under the presser foot and begin sewing. Start 
sewing from the slit towards the arm hole. Once you 
come closer to the arm holes,  make sure they are 
aligned correctly and continue stitching over it. We now 
move onto the lining fabric in a continuous stitch. Join 
the front and back lining pieces together. Keep stitch-
ing till you reach about 5 inches from the slit. Lock the 
stitches and cut the thread. We will leave the lining as it 
is and move onto stitching the main fabric till the end. 
Stitch on the main fabric only and then continue onto 
the lining fabric. 

Once done cut the thread. As you can see we have left 
the lining part of the side seam open. This will have to 
be hand hemmed later. We repeat the exact same 
process for sewing the other side seam. 

Your final stitches should look like this. Now, bring out 
the ironing board , we'll be ironing over all the folds. 
Start from the bottom and continue ironing the jacket 
opening. Keep adjusting the folds as you iron to ensure 
that the folds look sharp. Don't forget to iron over the 
armholes. This is an important step as this will give our 
fabric a superior finish.

We have ironed the front folds, the bottom, arm holes 
and the side seam.

Step 7 Preparing the collar and attaching it

For the final step, we'll be working on attaching the 
collar. Keep the fabric aside and bring out the collar 
pieces. You should have two pieces of main fabric and 
two pieces of fusing fabric. Turn one of the collar pieces 
of the main fabric and place the fusing fabric over it like 
shown in the tutorial. Then, place these two fabrics on 
the iron board and use your iron to attach these two 
pieces by slowly pressing the fusing fabric onto the 
main fabric. Next, place the other fusing fabric over this 
material and once again press them together.  
After you are done, flip the collar piece so that the right 
side faces you and place the other main fabric piece 
over it, the right side facing the right side. We'll be 
sewing the sides and the top section. 

Take the collar piece to your sewing machine and begin 
sewing. Ensure that you do one straight stitch across all 
three sides using the pivot technique. Cut off the extra 
threads when done. As you can see, we've stitched 
these three sides. 

Now fold the seam allowance and iron over them like 
shown in the tutorial. Do it one side at a time. After you 
are done, turn the collar inside out and once again iron 
over it. We are done prepping our collar, time to now 
attach it to our Nehru Jacket.

Bring out our main fabric. Pin the unstitched section of 
the collar fabric to the neckline from the inside like 
shown in the tutorial. Ensure that you pin it to the both 
main and lining fabric. Once you are done, bring the 
pinned pieces to your sewing machine and proceed 
with sewing. Remove the pins as you go and slowly go 
around the collar.

After you are done sewing, we'll be hand hemming the 
unstitched side of the collar. Fold the seam allowance at 
the bottom inside and place the one at the top over it 
and fold it inwards like shown in the tutorial. This is a 
tricky step, be sure to pay close attention. Now, we'll 
stitch over the fold. Keep folding the seam allowance as 
you go all across the collar. Your handiwork should look 
like this. 

We are almost done! For the finishing touches, finish 
hemming the side seams that we'd left for later. Join 
the lining fabrics together and sew over them. Do this 
on both sides. After finishing, cut off any excess threads 
and examine your handiwork.

Just to recap, in this step, we've attached the collar and 
hemmed it neatly from the inside, and also completed 
the leftover side seams.

And we are done! You can embellish the Nehru Jacket 
as per your preference. We've added a matching acces-
sory and a bright coloured pocket square. Doesn’t it 
look absolutely stylish? A perfect essential for the wed-
ding season. 

ேஷால்டர்ஸ ைவச்�

ேஷால்டர்ஸ

இடத்தில

இடத்�க்�

ைவச்சிட்�



Material Required
2 meters of printed fabric with a width of 45”
2 meters of lining fabric with a width of 45”
1/4 meter canvas fusing
Template of the Nehru jacket which you can download 
from our website www.ushasew.com
Beaded Pins
Chalk
Scissors
Matching Thread
Hand needle

We'll be learning template marking & fabric cutting, 
preparing and attaching the pocket, joining the front 
and back pieces, preparing the lining fabric, attaching 
the lining fabric to the main fabric, and lastly, preparing 
and attaching the collar. 

Step 1 Template Marking & Fabric Cutting

Take any fabric of your choice. Open the fabric com-
pletely and lay it wrong side facing up. Time to place 
the templates downloaded from www.ushasew.com on 
the fabric. Let’s start with the templates marked front, 
place them on the fabric. Use some beaded pins to pin 
these two templates in place. This is an important step 
as it secures the template to the fabric and makes it 
easier to trace. After you are done, use a piece of chalk 
and trace the templates on the fabric. Be extra careful 
on the curved edges as this can make or break our 
pattern. 

Next, unpin the templates. Ensure that you put the 
beaded pins back in the pin cushion to avoid any 
injuries. After unpinning, keep the templates aside. 
Grab a pair of scissors and let’s start cutting the pieces 
out. Do this slowly and precisely. Once you are done 
with the cutting, keep the front pieces aside.

Now, on the remaining cloth, place the second set of 
front templates, both left and right. Pin these tem-
plates in place as well with some beaded pins. Start 
with the front main right and make your way to the 
other piece. After pinning, use a piece of chalk to trace 
the templates on the fabric. Mind the curved edges 
while tracing. Once you are done, keep the chalk aside 
and unpin the templates from the fabric. Take a pair of 
scissors and cut along the traced lines. The smallest 
pieces are the hardest to cut, ensure that you cut out 
the templates carefully. Keep the cut pieces aside.

Now with the remaining fabric, fold it like shown in the 
tutorial and place the back template over it. Notice 
that one side of the template says on fold, ensure that 
you place that side over the fabric fold. Use some 
beaded pins to pin the template on the fabric. And 
while pinning, ensure that the pins go through both 
layers of the fabric. After you are done, trace the tem-
plate onto the fabric with a piece of chalk. Go slow and 
be precise during the step. Then unpin the template 
and keep it aside. Grab a pair of scissors to cut out the 
traced template. Slowly and steadily cut the back piece 
out. Keep the cut piece aside.

Now fold the remaining cloth once again and place the 
collar template with seam allowance onto it. Pin it in 
place at both ends. And use a piece of chalk to trace it 
onto the fabric. The curved edges can be a bit tricky, 
but practice makes perfect. Next, unpin the template 
and keep it aside. However, we will once again pin the 
fabric to hold it in place while cutting as it’s important 
to have a consistent shape for both the collar pieces. 
Now, we will cut the pieces out using a pair of scissors. 
After you are done cutting, keep the pieces aside.

Don’t throw away the left-over material just yet, place 
the jacket pocket template over it and pin it in place. 
Trace the template using chalk. Then unpin the tem-
plate and keep it aside. Cut the piece out. 

Just to recap, we’ve cut two main left and right front 
pieces, followed by the Left & right front Lining pieces, 
two collar pieces, and a pocket in printed fabric. We 
also have the back piece ready. 

Now, let’s take the lining fabric and open it completely. 
This will be the wrong side and this is the right side. 
On the wrong side, place the templates marked as 
front lining left and right, followed by the jacket pocket 
template. We will repeat the same process as before. 
Pin these templates to the fabric with some beaded 
pins. Pin the entire template as this will ensure that the 
cloth stays steady while tracing. After you are done, 
carefully trace the template onto the fabric. Start with 
the front lining left template and make your way 
towards the other templates. Make sure to have a 
steady hand while tracing around the curved edges. 
Post tracing, unpin the template and keep it aside. 

Now cut along the traced lines. Do this step slowly and 
steadily as it’s important to get the shape and mea-
surements right. After you are done cutting the three 
pieces, flip the cloth around with the right side facing 
you and fold it like shown in the tutorial. Place the back 
template on the folded side. Ensure that you place the 
side that says on fold correctly over the fabric fold. 
Proceed to then pin the template in place with some 
beaded pins. Then use a piece of chalk to trace the 
template. Once the tracing is complete, like before, 
unpin the template and keep it aside. You can re-pin 
the fabric for some extra stability while cutting. Then 
use a pair of scissors and cut along the traced lines. 

To recap, out of the lining fabric, we’ve cut front left, 
front right, back, and jacket pocket pieces. Keep these 
pieces aside. 

Next, take the fusing fabric and fold it in half. Place the 
template marked collar over the fabric and trace it. 
After you are done, use a pair of scissors to cut the 
piece out. Viola, we are done with step 1. 

Step 2 Preparing the pocket & attaching it 
to the front fabric

For Step 2, we’ll be working on preparing the pocket & 
attaching it to the front fabric. Take the two pieces of 
the jacket pocket, the main fabric, and the lining fabric. 
Align these two fabrics, right side facing right as shown 
in the tutorial, and pin it in place at the top. We’ll be 
sewing them together now. Take the pinned fabric to 

your USHA Janome Wonder Stitch Plus and align the top 
edge of the jacket pocket with the presser foot and 
ensure your Pattern Stitch Selector is set to A which is for 
Straight Stitch and the Stitch Length Dial is set to 2.5. 
And begin sewing. After reaching the other end, lift the 
presser foot, cut the thread and remove the pin. For a 
better finish, cut off any excess threads. 

As you can see, we’ve stitched the top end of the jacket 
pocket. Now, open the pocket and fold it on the wrong 
side like shown in the tutorial. Remember to leave a 
quarter-inch margin at the sides all over. To set this fold 
in and for the ease of sewing, we'll have to iron the 
jacket pocket. 

Bring your jacket pocket to the ironing board, iron it 
once overall before folding it backward again. Remem-
ber to leave in quarter-inch space on all sides like indi-
cated before and iron over the fold. Mind your hands 
while ironing to avoid any injuries. 

To make ironing over the corner easier, give notches to 
the fabric and then continue folding and ironing over it. 
Once you are done with pressing, gently keep the jacket 
pocket aside and bring out the front main-right fabric. 

Lay it right side up and from the top measure 10 inches 
and mark it. Place the ironed jacket pocket under the 10 
inches mark. Ensure that it is placed straight and not 
crooked and proceed to pin it in place on all sides. We'll 
be sewing the edges and leaving the top unstitched.

Align the edge of the jacket pocket with the presser foot 
and begin sewing. Remove the pins as you go and when 
you reach the edge, use the pivot technique, where we 
turn the fabric without lifting the needle to ensure that 
it's one straight stitch throughout. Don't forget to do a 
round of reverse stitches at the end, this step will secure 
our straight stitches. Cut off the extra threads. As you 
can see, we've stitched the jacket pocket to the main 
fabric. 

Step 3 Joining the front and back pieces by 
sewing the shoulders

Now for the next step, bring out the other main front 
fabric. Place the back fabric over the two front fabrics 
right side facing right like shown in the tutorial. Align the 
shoulders properly and pin them in place. Do this for 
both sides. We'll be sewing the shoulders now. 

Bring the pinned fabrics to your Usha Janome Wonder 
Stitch Plus Sewing Machine and begin sewing after 
aligning the shoulder with the edge of the presser foot. 
Slowly make your way to the end. After you are done 
with one side, sew the other shoulder as well. Don't 
forget reverse stitches at the end. Your final stitches 
should look like this.

Step 4 Preparing the lining fabric 

We'll now work on the lining fabric. Bring out the front 
lining pieces as well as the second front pieces that we 
cut from the main fabric. Lay them like shown in the 
tutorial. Now place the main fabric over the lining fabric, 
right side facing right, and pin them in place. Do the 
same for the other side. 

We'll now sew them together by doing a round of 
straight stitches at the edge. Align the pinned fabric to 
the edge of the presser foot and begin sewing. Take the 
pins out as you go. Once you reach the end, stop sewing 
and cut off any extra threads. Keep the piece aside and 
repeat the same process on the other piece. Ensure that 
you do reverse stitches at the start and end every time 
you do straight stitches as this will help secure our stitch-
es. After you are done, cut off the extra threads. Your 
final stitches should look like this. 

As you can see, we've stitched the lining and the main 
fabric together. Now, open the fold and iron over it as 
this will help us set the fold and allow the stitches to 
settle in. Iron both the fabrics. Take the ironed fabrics 
and place them right side facing up. Now place the back 
fabric over them, right side facing the right. 

அயர்ன் பண்ண�ன �ண�கைள எ�த்� ைரட் ைசட் ேமல 
இ�க்க மாதி� ைவங்க. இப்ப ப�ன்பக்க ைலன�ங் �ண�ய 
இ�க்� ேமல ைரட் ைசட், ைரட் ைசட்-அ பாக்கறா மாதி� 
ைவ�ங்க. ெரண்� ேஷால்டர்ச�ம் ேமட்ட் பண்ண� ச�யான 
எடத்தில ப�ன் பண்�ங்க. 

ப�ன் பண்ண�ன ப�திய ம�க்கலாம். ப�ன்ஸ ந�க்கிட்� 
ேஷால்டைர ப�ரஸ்ஸர் ஃ�ட் எட்ஜ்ல அைலன் பண்ண� 
ைதக்க ஆரம்ப�ங்க. இ� ��ஞ்ச�ம், இன்ெனா� 
பக்கத்�க்�ம் இைதேய ெசய்�ங்க. ந�ங்க ைதச்ச� பாக்க 
இப்ப� இ�க்க�ம். 

ஸ்ெடப் 5 ெமய�ன் �ண��டன் ைலன�ங் �ண�ைய 
அட்டாச் ெசய்தல்

ேஷால்டர்ஸ் ைதச்ச ப�ற�, ைலன�ங் �ண�ய தன�யா 
ெவச்சிட்� ெமய�ன் �ண�ய எ�ங்க. ��சா வ��ச்� ைரட் 
ைசட்-அ உங்கைள பாத்தா மாதி� ெவச்சிட்� அ�க்� ேமல 
ைலன�ங் �ண�ய ைரட் ைசட், ைரட் ைசட்-அ பாக்கறா 
மாதி� ைவ�ங்க. 

ெமய�ன் �ண�ய ைலன�ங் �ண�ேயாட அட்டாச் பண்ண 
ஆர்ம்ேஹால்ஸ்�ம் பக்கங்கைள�ம் ைதக்க�ம். அட்டாச் 
ஆகிட்ட ப�ற�, ைசட் சீம் ைதக்க�ம். ஆனா அ�க்� 
�ன்னால �ேடா�யல்ல காட்�ன மாதி� ெரண்� 
ைசட்ஸல�ம் பாட்டம்ேலந்� 3.5 இன்ஞ்ச் மார்க் 
பண்ண�க்க�ம். இ�க்� ப�ன்னால உள்ள காரணத்ைத 
நாங்க அப்�றம் �ேடா�யல்ல ெசால்�ேவாம்.

�தல்ல, ைலன�ங், ெமய�ன் �ண�கைள அட்டாச் ெசய்யற 
ேவைலய பார்ப்ேபாம், �ண�ய உஷா ஒன்டர் ஸ்�ச் ப�ளஸ் 
ைதயல் மிஷி�க்� ெகாண்� வாங்க. இ�ல 
�றிப்ப�ட்��க்க மாதி� இப்ப நாம �ண�கைள ெநக்ைலன் 
எக்ஸ்டன்ஷன்ேலந்� ைதக்கப்ேபாேறாம். ெநக்ைலன் 
எக்ஸ்டன்ஷன்ேலந்� ெதாடங்கலாம். எட்ஜ்ஸ்ல ப�ேவாட் 
ெடக்ன�க் �ஸ் பண்ண� ெதாடர்ந்� ைத�ங்க.

இப்ப ஜாக்ெகட் ஓபன�ங்ேலந்� ெம�வா பாட்டம் வைர 
ேபாங்க, ைசட்ல 3.5 அங்�ல மார்க் வைர ேபாய் நி�த்�ங்க, 
இன்ெனா� பக்கத்�க்� �வ் பண்ண�  இேத ப�ராசஸ �ப�ட் 
பண்�ங்க. ெநக்ைலைன �ற்றி ஒ� அங்�லம் ைதயல் 
ேபாட�ம். அப்�றம் இ�ல �றிப்ப�ட்��க்க மாதி� 
ஜாக்ெகட் ஓபன�ங்�ல ெதாடர்ந்� ைதக்க�ம். ெநக்ைலன்ல 
ெதாடங்கி, ெம�வா, சீரா கீழ ஜாக்ெகட் ஓபன�ங்க 
ைதச்சிட்ேட பாட்டம் அப்றம் பக்கங்கைள ேநாக்கி ேபாங்க, 
3.5 அங்�ல மார்க் வைர ேபாய் நி�த்�ங்க. 

Now, we move to the back. Fold the fabrics so that you 
can create the 3.5-inch mark on the backside as well. 
Do this on both the left and right sides. After you are 
done, we'll be sewing from the marked point, across 
the bottom-line and till the marked point on the oppo-
site side. Match the fabric correctly and place it under 
the presser foot. We'll be using the pivot technique to 
ensure one straight stitch throughout. After you are 
done, cut off all the extra threads.

Next on the list is sewing the armholes. Only join the 
armholes and leave the opening from the end of the 
armhole to the 3.5 inches mark untouched. Do the 
same on the other side. Once you are done, we'll create 
notches in the circular areas of the fabric like the arm-
hole and the bottom hem as shown in the video. This 
ensures that the fabric sits well when worn. Start at the 
armhole and then proceed to the bottom hem. Also 
slash the neckline and trim of the corner allowance as 
shown. Do the same on the other side. Create notches 
on the armhole and the bottom hem and create a slit 
on the collar.    

Step 6 Finishing the side seams

We will now be working on the side seam. Turn the 
jacket inside out with the open side seam. We will be 
stitching front side seam to back side seam but make
sure you work only with the main fabrics. Align the two 
fabrics under the presser foot and begin sewing. Start 
sewing from the slit towards the arm hole. Once you 
come closer to the arm holes,  make sure they are 
aligned correctly and continue stitching over it. We now 
move onto the lining fabric in a continuous stitch. Join 
the front and back lining pieces together. Keep stitch-
ing till you reach about 5 inches from the slit. Lock the 
stitches and cut the thread. We will leave the lining as it 
is and move onto stitching the main fabric till the end. 
Stitch on the main fabric only and then continue onto 
the lining fabric. 

Once done cut the thread. As you can see we have left 
the lining part of the side seam open. This will have to 
be hand hemmed later. We repeat the exact same 
process for sewing the other side seam. 

Your final stitches should look like this. Now, bring out 
the ironing board , we'll be ironing over all the folds. 
Start from the bottom and continue ironing the jacket 
opening. Keep adjusting the folds as you iron to ensure 
that the folds look sharp. Don't forget to iron over the 
armholes. This is an important step as this will give our 
fabric a superior finish.

We have ironed the front folds, the bottom, arm holes 
and the side seam.

Step 7 Preparing the collar and attaching it

For the final step, we'll be working on attaching the 
collar. Keep the fabric aside and bring out the collar 
pieces. You should have two pieces of main fabric and 
two pieces of fusing fabric. Turn one of the collar pieces 
of the main fabric and place the fusing fabric over it like 
shown in the tutorial. Then, place these two fabrics on 
the iron board and use your iron to attach these two 
pieces by slowly pressing the fusing fabric onto the 
main fabric. Next, place the other fusing fabric over this 
material and once again press them together.  
After you are done, flip the collar piece so that the right 
side faces you and place the other main fabric piece 
over it, the right side facing the right side. We'll be 
sewing the sides and the top section. 

Take the collar piece to your sewing machine and begin 
sewing. Ensure that you do one straight stitch across all 
three sides using the pivot technique. Cut off the extra 
threads when done. As you can see, we've stitched 
these three sides. 

Now fold the seam allowance and iron over them like 
shown in the tutorial. Do it one side at a time. After you 
are done, turn the collar inside out and once again iron 
over it. We are done prepping our collar, time to now 
attach it to our Nehru Jacket.

Bring out our main fabric. Pin the unstitched section of 
the collar fabric to the neckline from the inside like 
shown in the tutorial. Ensure that you pin it to the both 
main and lining fabric. Once you are done, bring the 
pinned pieces to your sewing machine and proceed 
with sewing. Remove the pins as you go and slowly go 
around the collar.

After you are done sewing, we'll be hand hemming the 
unstitched side of the collar. Fold the seam allowance at 
the bottom inside and place the one at the top over it 
and fold it inwards like shown in the tutorial. This is a 
tricky step, be sure to pay close attention. Now, we'll 
stitch over the fold. Keep folding the seam allowance as 
you go all across the collar. Your handiwork should look 
like this. 

We are almost done! For the finishing touches, finish 
hemming the side seams that we'd left for later. Join 
the lining fabrics together and sew over them. Do this 
on both sides. After finishing, cut off any excess threads 
and examine your handiwork.

Just to recap, in this step, we've attached the collar and 
hemmed it neatly from the inside, and also completed 
the leftover side seams.

And we are done! You can embellish the Nehru Jacket 
as per your preference. We've added a matching acces-
sory and a bright coloured pocket square. Doesn’t it 
look absolutely stylish? A perfect essential for the wed-
ding season. 

ேமட்ச்
இடத்தில

பாட்டமிலி�ந்�

எக்ஸ்டன்ஷன�லி�ந்�
எக்ஸ்டன்ஷன�லி�ந்�

ஒபன�ங்கிலி�ந்�

அப்�றம்



Material Required
2 meters of printed fabric with a width of 45”
2 meters of lining fabric with a width of 45”
1/4 meter canvas fusing
Template of the Nehru jacket which you can download 
from our website www.ushasew.com
Beaded Pins
Chalk
Scissors
Matching Thread
Hand needle

We'll be learning template marking & fabric cutting, 
preparing and attaching the pocket, joining the front 
and back pieces, preparing the lining fabric, attaching 
the lining fabric to the main fabric, and lastly, preparing 
and attaching the collar. 

Step 1 Template Marking & Fabric Cutting

Take any fabric of your choice. Open the fabric com-
pletely and lay it wrong side facing up. Time to place 
the templates downloaded from www.ushasew.com on 
the fabric. Let’s start with the templates marked front, 
place them on the fabric. Use some beaded pins to pin 
these two templates in place. This is an important step 
as it secures the template to the fabric and makes it 
easier to trace. After you are done, use a piece of chalk 
and trace the templates on the fabric. Be extra careful 
on the curved edges as this can make or break our 
pattern. 

Next, unpin the templates. Ensure that you put the 
beaded pins back in the pin cushion to avoid any 
injuries. After unpinning, keep the templates aside. 
Grab a pair of scissors and let’s start cutting the pieces 
out. Do this slowly and precisely. Once you are done 
with the cutting, keep the front pieces aside.

Now, on the remaining cloth, place the second set of 
front templates, both left and right. Pin these tem-
plates in place as well with some beaded pins. Start 
with the front main right and make your way to the 
other piece. After pinning, use a piece of chalk to trace 
the templates on the fabric. Mind the curved edges 
while tracing. Once you are done, keep the chalk aside 
and unpin the templates from the fabric. Take a pair of 
scissors and cut along the traced lines. The smallest 
pieces are the hardest to cut, ensure that you cut out 
the templates carefully. Keep the cut pieces aside.

Now with the remaining fabric, fold it like shown in the 
tutorial and place the back template over it. Notice 
that one side of the template says on fold, ensure that 
you place that side over the fabric fold. Use some 
beaded pins to pin the template on the fabric. And 
while pinning, ensure that the pins go through both 
layers of the fabric. After you are done, trace the tem-
plate onto the fabric with a piece of chalk. Go slow and 
be precise during the step. Then unpin the template 
and keep it aside. Grab a pair of scissors to cut out the 
traced template. Slowly and steadily cut the back piece 
out. Keep the cut piece aside.

Now fold the remaining cloth once again and place the 
collar template with seam allowance onto it. Pin it in 
place at both ends. And use a piece of chalk to trace it 
onto the fabric. The curved edges can be a bit tricky, 
but practice makes perfect. Next, unpin the template 
and keep it aside. However, we will once again pin the 
fabric to hold it in place while cutting as it’s important 
to have a consistent shape for both the collar pieces. 
Now, we will cut the pieces out using a pair of scissors. 
After you are done cutting, keep the pieces aside.

Don’t throw away the left-over material just yet, place 
the jacket pocket template over it and pin it in place. 
Trace the template using chalk. Then unpin the tem-
plate and keep it aside. Cut the piece out. 

Just to recap, we’ve cut two main left and right front 
pieces, followed by the Left & right front Lining pieces, 
two collar pieces, and a pocket in printed fabric. We 
also have the back piece ready. 

Now, let’s take the lining fabric and open it completely. 
This will be the wrong side and this is the right side. 
On the wrong side, place the templates marked as 
front lining left and right, followed by the jacket pocket 
template. We will repeat the same process as before. 
Pin these templates to the fabric with some beaded 
pins. Pin the entire template as this will ensure that the 
cloth stays steady while tracing. After you are done, 
carefully trace the template onto the fabric. Start with 
the front lining left template and make your way 
towards the other templates. Make sure to have a 
steady hand while tracing around the curved edges. 
Post tracing, unpin the template and keep it aside. 

Now cut along the traced lines. Do this step slowly and 
steadily as it’s important to get the shape and mea-
surements right. After you are done cutting the three 
pieces, flip the cloth around with the right side facing 
you and fold it like shown in the tutorial. Place the back 
template on the folded side. Ensure that you place the 
side that says on fold correctly over the fabric fold. 
Proceed to then pin the template in place with some 
beaded pins. Then use a piece of chalk to trace the 
template. Once the tracing is complete, like before, 
unpin the template and keep it aside. You can re-pin 
the fabric for some extra stability while cutting. Then 
use a pair of scissors and cut along the traced lines. 

To recap, out of the lining fabric, we’ve cut front left, 
front right, back, and jacket pocket pieces. Keep these 
pieces aside. 

Next, take the fusing fabric and fold it in half. Place the 
template marked collar over the fabric and trace it. 
After you are done, use a pair of scissors to cut the 
piece out. Viola, we are done with step 1. 

Step 2 Preparing the pocket & attaching it 
to the front fabric

For Step 2, we’ll be working on preparing the pocket & 
attaching it to the front fabric. Take the two pieces of 
the jacket pocket, the main fabric, and the lining fabric. 
Align these two fabrics, right side facing right as shown 
in the tutorial, and pin it in place at the top. We’ll be 
sewing them together now. Take the pinned fabric to 

your USHA Janome Wonder Stitch Plus and align the top 
edge of the jacket pocket with the presser foot and 
ensure your Pattern Stitch Selector is set to A which is for 
Straight Stitch and the Stitch Length Dial is set to 2.5. 
And begin sewing. After reaching the other end, lift the 
presser foot, cut the thread and remove the pin. For a 
better finish, cut off any excess threads. 

As you can see, we’ve stitched the top end of the jacket 
pocket. Now, open the pocket and fold it on the wrong 
side like shown in the tutorial. Remember to leave a 
quarter-inch margin at the sides all over. To set this fold 
in and for the ease of sewing, we'll have to iron the 
jacket pocket. 

Bring your jacket pocket to the ironing board, iron it 
once overall before folding it backward again. Remem-
ber to leave in quarter-inch space on all sides like indi-
cated before and iron over the fold. Mind your hands 
while ironing to avoid any injuries. 

To make ironing over the corner easier, give notches to 
the fabric and then continue folding and ironing over it. 
Once you are done with pressing, gently keep the jacket 
pocket aside and bring out the front main-right fabric. 

Lay it right side up and from the top measure 10 inches 
and mark it. Place the ironed jacket pocket under the 10 
inches mark. Ensure that it is placed straight and not 
crooked and proceed to pin it in place on all sides. We'll 
be sewing the edges and leaving the top unstitched.

Align the edge of the jacket pocket with the presser foot 
and begin sewing. Remove the pins as you go and when 
you reach the edge, use the pivot technique, where we 
turn the fabric without lifting the needle to ensure that 
it's one straight stitch throughout. Don't forget to do a 
round of reverse stitches at the end, this step will secure 
our straight stitches. Cut off the extra threads. As you 
can see, we've stitched the jacket pocket to the main 
fabric. 

Step 3 Joining the front and back pieces by 
sewing the shoulders

Now for the next step, bring out the other main front 
fabric. Place the back fabric over the two front fabrics 
right side facing right like shown in the tutorial. Align the 
shoulders properly and pin them in place. Do this for 
both sides. We'll be sewing the shoulders now. 

Bring the pinned fabrics to your Usha Janome Wonder 
Stitch Plus Sewing Machine and begin sewing after 
aligning the shoulder with the edge of the presser foot. 
Slowly make your way to the end. After you are done 
with one side, sew the other shoulder as well. Don't 
forget reverse stitches at the end. Your final stitches 
should look like this.

Step 4 Preparing the lining fabric 

We'll now work on the lining fabric. Bring out the front 
lining pieces as well as the second front pieces that we 
cut from the main fabric. Lay them like shown in the 
tutorial. Now place the main fabric over the lining fabric, 
right side facing right, and pin them in place. Do the 
same for the other side. 

We'll now sew them together by doing a round of 
straight stitches at the edge. Align the pinned fabric to 
the edge of the presser foot and begin sewing. Take the 
pins out as you go. Once you reach the end, stop sewing 
and cut off any extra threads. Keep the piece aside and 
repeat the same process on the other piece. Ensure that 
you do reverse stitches at the start and end every time 
you do straight stitches as this will help secure our stitch-
es. After you are done, cut off the extra threads. Your 
final stitches should look like this. 

As you can see, we've stitched the lining and the main 
fabric together. Now, open the fold and iron over it as 
this will help us set the fold and allow the stitches to 
settle in. Iron both the fabrics. Take the ironed fabrics 
and place them right side facing up. Now place the back 
fabric over them, right side facing the right. 

Match both the shoulders and pin them in place. Let's 
sew over the pinned sections. 

Remove the pins and align the shoulder with the press-
er foot and begin sewing. After you are done, do the 
same on the other side. Your final stitches should look 
like this. 

Step 5 Attaching the lining fabric to the main 
fabric

After sewing the shoulders, keep the lining fabric aside 
and bring out the main fabric. Open it completely right 
side facing you and place the lining fabric over it, right 
side facing the right side. We'll be sewing the armholes 
and the sides to attach the lining fabric to the main 
fabric. 

Once they are attached, we'll be sewing the side seam. 
However, before that from the bottom, mark 3.5 inches 
on both sides like shown in the video. 

We'll tell you the reason behind this later in the video. 
Now take your fabrics to your USHA Wonder Stitch Plus 
. First, we'll work on attaching the lining and the main 
fabric. We are going to sew the fabrics together from 
the extension of the neckline as indicated. 

Start from the extension of the neckline, then move to 
the jacket opening and slowly make your way to the 
bottom. Use the pivot technique at the edges and 
continue sewing till you reach the 3.5-inch mark on the 
side and stop. 

Move to the other side and repeat the same process. 
We will be sewing around 1” of the neckline and then 
continuing along the jacket opening as indicated. Start 
from the neckline and slowly and steadily make your 
way down the jacket opening towards the bottom and 
then the sides, when you reach the 3.5-inch mark, stop. 

இப்ப ப�ன் பக்கத்�க்� ேபாகலாம் �ண�ய ம�ங்க அப்பதான் 
ப�ன் பக்கத்�ல�ம் 3.5 அங்�ல மார்க் கி�ேயட் பண்ண 
���ம். இட�, வல� ெரண்� பக்கங்க�க்�ம் இைதச் 
ெசய்�ங்க. இ� ��ஞ்ச�ம், மார்க் பண்ண�ன 
பாய�ன்ட்ேலந்�, பாட்டம்-ைலன் ��வ�ம் அப்றம் எதிர் 
பக்கத்தில மார்க் பண்ண�ன பாய�ன்ட் வைர ைதக்க�ம். 
��க்க ஒேர ேநர் ைதயல் வ�வைத உ�தி ெசய்ய 
ப�ேவாட் ெடக்ன�க் �ஸ் பண்�ேவாம், இ� ��ஞ்ச�ம், 
அதிகப்ப�யான �ைல கட் பண்ண��ங்க. 

அ�த்�, ஆர்ம்ேஹால்ஸ ைதக்க�ம். ெவ�ம் 
ஆர்ம்ேஹால்ஸ ஜாய�ன் பண்ண�ட்� ஆர்ம்ேஹால் ��யற 
எடத்திேலந்� 3.5 அங்�ல மார்க்-அ வ�ட்��ம் இன்ெனா� 
ைசட்ல�ம் இேத மாதி� ெசய்�ங்க, இ� ��ஞ்ச�ம் 
�ண�ேயாட வட்டப் ப�திகள்ல ஆர்ம்ேஹால் மாதி� 
ேநாட்சஸ் கி�ேயட் பண்�ேவாம், அப்றம் �ேடா�யல்ல 
காட்�ய��க்க மாதி� பாட்டம் ெஹம் பண்�ேவாம். 
அப்பதான் உ�த்திக்�ம்ேபா� �ண� ப�ஞ்� இ�க்�ம். 
ஆர்ம்ேஹால்ல ெதாடங்கி பாட்டம் ெஹம்க்� ேபாங்க. 
அேதாட ெநக்ைலன் ஸ்லாஷ் பண்ண�ட்� இ�ல 
காட்�ய��க்க மாதி� கார்னர் அலவன்ஸ ட்�ம் பண்ண�ம். 
இன்ெனா� ைசட்ல�ம் இேத மாதி� ெசய்�ங்க. 
ஆர்ம்ேஹால்ல�ம் பாட்டம் ெஹம்ல�ம் ேநாட்சஸ் கி�ேயட் 
பண்�ேவாம். அப்றம் இ�ல காட்�ய��க்க மாதி� கார்னர் 
அலவன்ஸ ட்�ம் பண்ண�ம். 

ஸ்ெடப் 6 ைசட் சமீ்ஸ் ஃப�ன�ஷிங்

இப்ப ைசட் சீம் ேவைலய பாக்கலாம். �ன் பக்க சீம் அப்றம் 
ப�ன்பக்க சீம ஒன்றா ேசர்த்� ைதக்கப்ேபாேறாம். ஆனா 
ெமய�ன் �ண�கள்ல மட்�ம்தான் ைதக்க�ம். ெரண்� 
�ண�கைள�ம் ப�ரஸ்ஸர் ஃ�ட் எட்ஜ்ல அைலன் பண்ண� 
ைதக்க ஆரம்ப�ங்க. ஸ்லிட்ேலந்� ெதாடங்கி ஆர்ம் ேஹால் 
ேநாக்கி ைதக்க ஆரம்ப�ங்க. ஆர்ம்ேஹால்ஸ் பக்கமா வந்த 
உடேன இைவ ச�யா அைலன் ஆகிய��க்கான்� ெசக் 
பண்ண�ட்� ெதாடர்ந்� அ� ேமல ைத�ங்க. �ன், இப்ப 
நாம ைலன�ங் �ண�ல ஒ� ெதாடர் ைதயல் ேபாட�ம். 
�ன், ப�ன்பக்க ைலன�ங் ப�சஸ ஒன்றா இைணங்க. 
ஸ்லிட்ேலந்� �மார் 5 அங்�லத்�க்� வந்� ேசர்றவைர 
ைத�ங்க. ைதயைல லாக் பண்ண�ட்� �ைல கட் 
பண்�ங்க. ைலன�ங்க அப்ப�ேய வ�ட்�ட்� ெமய�ன் �ண�ல 
கைடசில வைர ெதாடர்ந்� ைதங்க. ெமய�ன் �ண� ேமல 
மட்�ம் ெதச்� அப்றம் ெதாடர்ந்� ைலன�ங் �ண� ேமல 
ைத�ங்க. 

Once done cut the thread. As you can see we have left 
the lining part of the side seam open. This will have to 
be hand hemmed later. We repeat the exact same 
process for sewing the other side seam. 

Your final stitches should look like this. Now, bring out 
the ironing board , we'll be ironing over all the folds. 
Start from the bottom and continue ironing the jacket 
opening. Keep adjusting the folds as you iron to ensure 
that the folds look sharp. Don't forget to iron over the 
armholes. This is an important step as this will give our 
fabric a superior finish.

We have ironed the front folds, the bottom, arm holes 
and the side seam.

Step 7 Preparing the collar and attaching it

For the final step, we'll be working on attaching the 
collar. Keep the fabric aside and bring out the collar 
pieces. You should have two pieces of main fabric and 
two pieces of fusing fabric. Turn one of the collar pieces 
of the main fabric and place the fusing fabric over it like 
shown in the tutorial. Then, place these two fabrics on 
the iron board and use your iron to attach these two 
pieces by slowly pressing the fusing fabric onto the 
main fabric. Next, place the other fusing fabric over this 
material and once again press them together.  
After you are done, flip the collar piece so that the right 
side faces you and place the other main fabric piece 
over it, the right side facing the right side. We'll be 
sewing the sides and the top section. 

Take the collar piece to your sewing machine and begin 
sewing. Ensure that you do one straight stitch across all 
three sides using the pivot technique. Cut off the extra 
threads when done. As you can see, we've stitched 
these three sides. 

Now fold the seam allowance and iron over them like 
shown in the tutorial. Do it one side at a time. After you 
are done, turn the collar inside out and once again iron 
over it. We are done prepping our collar, time to now 
attach it to our Nehru Jacket.

Bring out our main fabric. Pin the unstitched section of 
the collar fabric to the neckline from the inside like 
shown in the tutorial. Ensure that you pin it to the both 
main and lining fabric. Once you are done, bring the 
pinned pieces to your sewing machine and proceed 
with sewing. Remove the pins as you go and slowly go 
around the collar.

After you are done sewing, we'll be hand hemming the 
unstitched side of the collar. Fold the seam allowance at 
the bottom inside and place the one at the top over it 
and fold it inwards like shown in the tutorial. This is a 
tricky step, be sure to pay close attention. Now, we'll 
stitch over the fold. Keep folding the seam allowance as 
you go all across the collar. Your handiwork should look 
like this. 

We are almost done! For the finishing touches, finish 
hemming the side seams that we'd left for later. Join 
the lining fabrics together and sew over them. Do this 
on both sides. After finishing, cut off any excess threads 
and examine your handiwork.

Just to recap, in this step, we've attached the collar and 
hemmed it neatly from the inside, and also completed 
the leftover side seams.

And we are done! You can embellish the Nehru Jacket 
as per your preference. We've added a matching acces-
sory and a bright coloured pocket square. Doesn’t it 
look absolutely stylish? A perfect essential for the wed-
ding season. 

பாய�ண்�லி�ந்� அப்�றம்

இடத்திலி�ந்�

அப்�றம்

அப்�றம்

ஸ்லிட்�லி�ந்�

ஸ்லிட்�லி�ந்�

ைதச்� அப்�றம்



Material Required
2 meters of printed fabric with a width of 45”
2 meters of lining fabric with a width of 45”
1/4 meter canvas fusing
Template of the Nehru jacket which you can download 
from our website www.ushasew.com
Beaded Pins
Chalk
Scissors
Matching Thread
Hand needle

We'll be learning template marking & fabric cutting, 
preparing and attaching the pocket, joining the front 
and back pieces, preparing the lining fabric, attaching 
the lining fabric to the main fabric, and lastly, preparing 
and attaching the collar. 

Step 1 Template Marking & Fabric Cutting

Take any fabric of your choice. Open the fabric com-
pletely and lay it wrong side facing up. Time to place 
the templates downloaded from www.ushasew.com on 
the fabric. Let’s start with the templates marked front, 
place them on the fabric. Use some beaded pins to pin 
these two templates in place. This is an important step 
as it secures the template to the fabric and makes it 
easier to trace. After you are done, use a piece of chalk 
and trace the templates on the fabric. Be extra careful 
on the curved edges as this can make or break our 
pattern. 

Next, unpin the templates. Ensure that you put the 
beaded pins back in the pin cushion to avoid any 
injuries. After unpinning, keep the templates aside. 
Grab a pair of scissors and let’s start cutting the pieces 
out. Do this slowly and precisely. Once you are done 
with the cutting, keep the front pieces aside.

Now, on the remaining cloth, place the second set of 
front templates, both left and right. Pin these tem-
plates in place as well with some beaded pins. Start 
with the front main right and make your way to the 
other piece. After pinning, use a piece of chalk to trace 
the templates on the fabric. Mind the curved edges 
while tracing. Once you are done, keep the chalk aside 
and unpin the templates from the fabric. Take a pair of 
scissors and cut along the traced lines. The smallest 
pieces are the hardest to cut, ensure that you cut out 
the templates carefully. Keep the cut pieces aside.

Now with the remaining fabric, fold it like shown in the 
tutorial and place the back template over it. Notice 
that one side of the template says on fold, ensure that 
you place that side over the fabric fold. Use some 
beaded pins to pin the template on the fabric. And 
while pinning, ensure that the pins go through both 
layers of the fabric. After you are done, trace the tem-
plate onto the fabric with a piece of chalk. Go slow and 
be precise during the step. Then unpin the template 
and keep it aside. Grab a pair of scissors to cut out the 
traced template. Slowly and steadily cut the back piece 
out. Keep the cut piece aside.

Now fold the remaining cloth once again and place the 
collar template with seam allowance onto it. Pin it in 
place at both ends. And use a piece of chalk to trace it 
onto the fabric. The curved edges can be a bit tricky, 
but practice makes perfect. Next, unpin the template 
and keep it aside. However, we will once again pin the 
fabric to hold it in place while cutting as it’s important 
to have a consistent shape for both the collar pieces. 
Now, we will cut the pieces out using a pair of scissors. 
After you are done cutting, keep the pieces aside.

Don’t throw away the left-over material just yet, place 
the jacket pocket template over it and pin it in place. 
Trace the template using chalk. Then unpin the tem-
plate and keep it aside. Cut the piece out. 

Just to recap, we’ve cut two main left and right front 
pieces, followed by the Left & right front Lining pieces, 
two collar pieces, and a pocket in printed fabric. We 
also have the back piece ready. 

Now, let’s take the lining fabric and open it completely. 
This will be the wrong side and this is the right side. 
On the wrong side, place the templates marked as 
front lining left and right, followed by the jacket pocket 
template. We will repeat the same process as before. 
Pin these templates to the fabric with some beaded 
pins. Pin the entire template as this will ensure that the 
cloth stays steady while tracing. After you are done, 
carefully trace the template onto the fabric. Start with 
the front lining left template and make your way 
towards the other templates. Make sure to have a 
steady hand while tracing around the curved edges. 
Post tracing, unpin the template and keep it aside. 

Now cut along the traced lines. Do this step slowly and 
steadily as it’s important to get the shape and mea-
surements right. After you are done cutting the three 
pieces, flip the cloth around with the right side facing 
you and fold it like shown in the tutorial. Place the back 
template on the folded side. Ensure that you place the 
side that says on fold correctly over the fabric fold. 
Proceed to then pin the template in place with some 
beaded pins. Then use a piece of chalk to trace the 
template. Once the tracing is complete, like before, 
unpin the template and keep it aside. You can re-pin 
the fabric for some extra stability while cutting. Then 
use a pair of scissors and cut along the traced lines. 

To recap, out of the lining fabric, we’ve cut front left, 
front right, back, and jacket pocket pieces. Keep these 
pieces aside. 

Next, take the fusing fabric and fold it in half. Place the 
template marked collar over the fabric and trace it. 
After you are done, use a pair of scissors to cut the 
piece out. Viola, we are done with step 1. 

Step 2 Preparing the pocket & attaching it 
to the front fabric

For Step 2, we’ll be working on preparing the pocket & 
attaching it to the front fabric. Take the two pieces of 
the jacket pocket, the main fabric, and the lining fabric. 
Align these two fabrics, right side facing right as shown 
in the tutorial, and pin it in place at the top. We’ll be 
sewing them together now. Take the pinned fabric to 

your USHA Janome Wonder Stitch Plus and align the top 
edge of the jacket pocket with the presser foot and 
ensure your Pattern Stitch Selector is set to A which is for 
Straight Stitch and the Stitch Length Dial is set to 2.5. 
And begin sewing. After reaching the other end, lift the 
presser foot, cut the thread and remove the pin. For a 
better finish, cut off any excess threads. 

As you can see, we’ve stitched the top end of the jacket 
pocket. Now, open the pocket and fold it on the wrong 
side like shown in the tutorial. Remember to leave a 
quarter-inch margin at the sides all over. To set this fold 
in and for the ease of sewing, we'll have to iron the 
jacket pocket. 

Bring your jacket pocket to the ironing board, iron it 
once overall before folding it backward again. Remem-
ber to leave in quarter-inch space on all sides like indi-
cated before and iron over the fold. Mind your hands 
while ironing to avoid any injuries. 

To make ironing over the corner easier, give notches to 
the fabric and then continue folding and ironing over it. 
Once you are done with pressing, gently keep the jacket 
pocket aside and bring out the front main-right fabric. 

Lay it right side up and from the top measure 10 inches 
and mark it. Place the ironed jacket pocket under the 10 
inches mark. Ensure that it is placed straight and not 
crooked and proceed to pin it in place on all sides. We'll 
be sewing the edges and leaving the top unstitched.

Align the edge of the jacket pocket with the presser foot 
and begin sewing. Remove the pins as you go and when 
you reach the edge, use the pivot technique, where we 
turn the fabric without lifting the needle to ensure that 
it's one straight stitch throughout. Don't forget to do a 
round of reverse stitches at the end, this step will secure 
our straight stitches. Cut off the extra threads. As you 
can see, we've stitched the jacket pocket to the main 
fabric. 

Step 3 Joining the front and back pieces by 
sewing the shoulders

Now for the next step, bring out the other main front 
fabric. Place the back fabric over the two front fabrics 
right side facing right like shown in the tutorial. Align the 
shoulders properly and pin them in place. Do this for 
both sides. We'll be sewing the shoulders now. 

Bring the pinned fabrics to your Usha Janome Wonder 
Stitch Plus Sewing Machine and begin sewing after 
aligning the shoulder with the edge of the presser foot. 
Slowly make your way to the end. After you are done 
with one side, sew the other shoulder as well. Don't 
forget reverse stitches at the end. Your final stitches 
should look like this.

Step 4 Preparing the lining fabric 

We'll now work on the lining fabric. Bring out the front 
lining pieces as well as the second front pieces that we 
cut from the main fabric. Lay them like shown in the 
tutorial. Now place the main fabric over the lining fabric, 
right side facing right, and pin them in place. Do the 
same for the other side. 

We'll now sew them together by doing a round of 
straight stitches at the edge. Align the pinned fabric to 
the edge of the presser foot and begin sewing. Take the 
pins out as you go. Once you reach the end, stop sewing 
and cut off any extra threads. Keep the piece aside and 
repeat the same process on the other piece. Ensure that 
you do reverse stitches at the start and end every time 
you do straight stitches as this will help secure our stitch-
es. After you are done, cut off the extra threads. Your 
final stitches should look like this. 

As you can see, we've stitched the lining and the main 
fabric together. Now, open the fold and iron over it as 
this will help us set the fold and allow the stitches to 
settle in. Iron both the fabrics. Take the ironed fabrics 
and place them right side facing up. Now place the back 
fabric over them, right side facing the right. 

Match both the shoulders and pin them in place. Let's 
sew over the pinned sections. 

Remove the pins and align the shoulder with the press-
er foot and begin sewing. After you are done, do the 
same on the other side. Your final stitches should look 
like this. 

Step 5 Attaching the lining fabric to the main 
fabric

After sewing the shoulders, keep the lining fabric aside 
and bring out the main fabric. Open it completely right 
side facing you and place the lining fabric over it, right 
side facing the right side. We'll be sewing the armholes 
and the sides to attach the lining fabric to the main 
fabric. 

Once they are attached, we'll be sewing the side seam. 
However, before that from the bottom, mark 3.5 inches 
on both sides like shown in the video. 

We'll tell you the reason behind this later in the video. 
Now take your fabrics to your USHA Wonder Stitch Plus 
. First, we'll work on attaching the lining and the main 
fabric. We are going to sew the fabrics together from 
the extension of the neckline as indicated. 

Start from the extension of the neckline, then move to 
the jacket opening and slowly make your way to the 
bottom. Use the pivot technique at the edges and 
continue sewing till you reach the 3.5-inch mark on the 
side and stop. 

Move to the other side and repeat the same process. 
We will be sewing around 1” of the neckline and then 
continuing along the jacket opening as indicated. Start 
from the neckline and slowly and steadily make your 
way down the jacket opening towards the bottom and 
then the sides, when you reach the 3.5-inch mark, stop. 

Now, we move to the back. Fold the fabrics so that you 
can create the 3.5-inch mark on the backside as well. 
Do this on both the left and right sides. After you are 
done, we'll be sewing from the marked point, across 
the bottom-line and till the marked point on the oppo-
site side. Match the fabric correctly and place it under 
the presser foot. We'll be using the pivot technique to 
ensure one straight stitch throughout. After you are 
done, cut off all the extra threads.

Next on the list is sewing the armholes. Only join the 
armholes and leave the opening from the end of the 
armhole to the 3.5 inches mark untouched. Do the 
same on the other side. Once you are done, we'll create 
notches in the circular areas of the fabric like the arm-
hole and the bottom hem as shown in the video. This 
ensures that the fabric sits well when worn. Start at the 
armhole and then proceed to the bottom hem. Also 
slash the neckline and trim of the corner allowance as 
shown. Do the same on the other side. Create notches 
on the armhole and the bottom hem and create a slit 
on the collar.    

Step 6 Finishing the side seams

We will now be working on the side seam. Turn the 
jacket inside out with the open side seam. We will be 
stitching front side seam to back side seam but make
sure you work only with the main fabrics. Align the two 
fabrics under the presser foot and begin sewing. Start 
sewing from the slit towards the arm hole. Once you 
come closer to the arm holes,  make sure they are 
aligned correctly and continue stitching over it. We now 
move onto the lining fabric in a continuous stitch. Join 
the front and back lining pieces together. Keep stitch-
ing till you reach about 5 inches from the slit. Lock the 
stitches and cut the thread. We will leave the lining as it 
is and move onto stitching the main fabric till the end. 
Stitch on the main fabric only and then continue onto 
the lining fabric. 

��ஞ்ச�ம் �ைல கட் பண்ண��ங்க. இப்ப நாம ைசட் சீம்-
ன் ைலன�ங் ப�திய ஓபனா வ�ட்�க்கறைத ந�ங்க 
பாக்கலாம். இைத அப்றமா ைகயால ெஹம் பண்ண�ம். 
இன்ெனா� ைசட் சீம் ைதக்க இேத �ெராசீஜைர �ப�ட் 
பண்ண�ம்.  

ந�ங்க ைதச்� ��ச்ச� பாக்க இப்ப� இ�க்க�ம். எல்லா 
ம�ப்�கள் ேமல�ம் அயர்ன் பண்ண�ம். கீேழந்� ெதாடங்கி 
ஜாக்ெகட் ஓபன�ங் வைர அயர்ன் பண்ண�ம். ஆர்ம் 
ேஹால்ஸ் அயர்ன் பண்ண மறக்காத�ங்க. இ� �ண�க்� 
ஒ� �ப்ப��யர் ஃப�ன�ஷ் ��க்�ம் அதனால 

இ� ஒ� �க்கியமான ஸ்ெடப், �ன்பக்க ம�ப்�, பாட்டம், 
ஆர்ம் ேஹால்ஸ் அப்றம் ைசட் சீம் எல்லாம் அயர்ன் 
பண்ண�யாச்�.

ஸ்ெடப் 7 காலர் தயா�த்தல், அைத அட்டாச் ெசய்தல்

கைடசி ஸ்ெடப், காலர் அட்டாச் ெசய்தல். �ண�ய தன�யா 
ெவச்சிட்� காலர் ப�சஸ எ�ங்க. உங்ககிட்ட ெரண்� 
ெமய�ன் �ண� ப�சஸ் அப்றம் ெரண்� ஃப்�சிங் �ண� ப�சஸ் 
இ�க்க�ம். ெமய�ன் �ண�ேயாட காலர் ப�சஸ்ல ஒன்ைற 
தி�ப்ப�கிட்� அ�க்� ேமல �ேடா�யல்ல காட்�ன மாதி� 
ஃப்�சிங் �ண�ய ைவ�ங்க. அப்றம் ெரண்� �ண�கைள�ம் 
அயர்ன் ேபார்ட்ல ெவச்� உஷா அயர்ன்-அ எ�த்� இந்த 
ெரண்� ப�சஸ�ம் ெம�வா ெமய�ன் �ண� ேமல ஃப்�சிங் 
�ண�ய ப�ரஸ் பண்ண� அட்டாச் பண்�ங்க. அ�த்�, 
இன்ெனா� ஃப்�சிங் �ண�ய இந்த ெமட்��யல் ேமல 
ெவச்� ம�ப��ம் ஒன்ணா ேசர்த்� ப�ரஸ் பண்�ங்க.

Take the collar piece to your sewing machine and begin 
sewing. Ensure that you do one straight stitch across all 
three sides using the pivot technique. Cut off the extra 
threads when done. As you can see, we've stitched 
these three sides. 

Now fold the seam allowance and iron over them like 
shown in the tutorial. Do it one side at a time. After you 
are done, turn the collar inside out and once again iron 
over it. We are done prepping our collar, time to now 
attach it to our Nehru Jacket.

Bring out our main fabric. Pin the unstitched section of 
the collar fabric to the neckline from the inside like 
shown in the tutorial. Ensure that you pin it to the both 
main and lining fabric. Once you are done, bring the 
pinned pieces to your sewing machine and proceed 
with sewing. Remove the pins as you go and slowly go 
around the collar.

After you are done sewing, we'll be hand hemming the 
unstitched side of the collar. Fold the seam allowance at 
the bottom inside and place the one at the top over it 
and fold it inwards like shown in the tutorial. This is a 
tricky step, be sure to pay close attention. Now, we'll 
stitch over the fold. Keep folding the seam allowance as 
you go all across the collar. Your handiwork should look 
like this. 

We are almost done! For the finishing touches, finish 
hemming the side seams that we'd left for later. Join 
the lining fabrics together and sew over them. Do this 
on both sides. After finishing, cut off any excess threads 
and examine your handiwork.

Just to recap, in this step, we've attached the collar and 
hemmed it neatly from the inside, and also completed 
the leftover side seams.

And we are done! You can embellish the Nehru Jacket 
as per your preference. We've added a matching acces-
sory and a bright coloured pocket square. Doesn’t it 
look absolutely stylish? A perfect essential for the wed-
ding season. 

அப்�றமா

ெகா�க்�ம்

அப்�றம்

ைவச்சிட்�
அப்�றம்

அப்�றம்
ைவச்�

ைவச்�



Material Required
2 meters of printed fabric with a width of 45”
2 meters of lining fabric with a width of 45”
1/4 meter canvas fusing
Template of the Nehru jacket which you can download 
from our website www.ushasew.com
Beaded Pins
Chalk
Scissors
Matching Thread
Hand needle

We'll be learning template marking & fabric cutting, 
preparing and attaching the pocket, joining the front 
and back pieces, preparing the lining fabric, attaching 
the lining fabric to the main fabric, and lastly, preparing 
and attaching the collar. 

Step 1 Template Marking & Fabric Cutting

Take any fabric of your choice. Open the fabric com-
pletely and lay it wrong side facing up. Time to place 
the templates downloaded from www.ushasew.com on 
the fabric. Let’s start with the templates marked front, 
place them on the fabric. Use some beaded pins to pin 
these two templates in place. This is an important step 
as it secures the template to the fabric and makes it 
easier to trace. After you are done, use a piece of chalk 
and trace the templates on the fabric. Be extra careful 
on the curved edges as this can make or break our 
pattern. 

Next, unpin the templates. Ensure that you put the 
beaded pins back in the pin cushion to avoid any 
injuries. After unpinning, keep the templates aside. 
Grab a pair of scissors and let’s start cutting the pieces 
out. Do this slowly and precisely. Once you are done 
with the cutting, keep the front pieces aside.

Now, on the remaining cloth, place the second set of 
front templates, both left and right. Pin these tem-
plates in place as well with some beaded pins. Start 
with the front main right and make your way to the 
other piece. After pinning, use a piece of chalk to trace 
the templates on the fabric. Mind the curved edges 
while tracing. Once you are done, keep the chalk aside 
and unpin the templates from the fabric. Take a pair of 
scissors and cut along the traced lines. The smallest 
pieces are the hardest to cut, ensure that you cut out 
the templates carefully. Keep the cut pieces aside.

Now with the remaining fabric, fold it like shown in the 
tutorial and place the back template over it. Notice 
that one side of the template says on fold, ensure that 
you place that side over the fabric fold. Use some 
beaded pins to pin the template on the fabric. And 
while pinning, ensure that the pins go through both 
layers of the fabric. After you are done, trace the tem-
plate onto the fabric with a piece of chalk. Go slow and 
be precise during the step. Then unpin the template 
and keep it aside. Grab a pair of scissors to cut out the 
traced template. Slowly and steadily cut the back piece 
out. Keep the cut piece aside.

Now fold the remaining cloth once again and place the 
collar template with seam allowance onto it. Pin it in 
place at both ends. And use a piece of chalk to trace it 
onto the fabric. The curved edges can be a bit tricky, 
but practice makes perfect. Next, unpin the template 
and keep it aside. However, we will once again pin the 
fabric to hold it in place while cutting as it’s important 
to have a consistent shape for both the collar pieces. 
Now, we will cut the pieces out using a pair of scissors. 
After you are done cutting, keep the pieces aside.

Don’t throw away the left-over material just yet, place 
the jacket pocket template over it and pin it in place. 
Trace the template using chalk. Then unpin the tem-
plate and keep it aside. Cut the piece out. 

Just to recap, we’ve cut two main left and right front 
pieces, followed by the Left & right front Lining pieces, 
two collar pieces, and a pocket in printed fabric. We 
also have the back piece ready. 

Now, let’s take the lining fabric and open it completely. 
This will be the wrong side and this is the right side. 
On the wrong side, place the templates marked as 
front lining left and right, followed by the jacket pocket 
template. We will repeat the same process as before. 
Pin these templates to the fabric with some beaded 
pins. Pin the entire template as this will ensure that the 
cloth stays steady while tracing. After you are done, 
carefully trace the template onto the fabric. Start with 
the front lining left template and make your way 
towards the other templates. Make sure to have a 
steady hand while tracing around the curved edges. 
Post tracing, unpin the template and keep it aside. 

Now cut along the traced lines. Do this step slowly and 
steadily as it’s important to get the shape and mea-
surements right. After you are done cutting the three 
pieces, flip the cloth around with the right side facing 
you and fold it like shown in the tutorial. Place the back 
template on the folded side. Ensure that you place the 
side that says on fold correctly over the fabric fold. 
Proceed to then pin the template in place with some 
beaded pins. Then use a piece of chalk to trace the 
template. Once the tracing is complete, like before, 
unpin the template and keep it aside. You can re-pin 
the fabric for some extra stability while cutting. Then 
use a pair of scissors and cut along the traced lines. 

To recap, out of the lining fabric, we’ve cut front left, 
front right, back, and jacket pocket pieces. Keep these 
pieces aside. 

Next, take the fusing fabric and fold it in half. Place the 
template marked collar over the fabric and trace it. 
After you are done, use a pair of scissors to cut the 
piece out. Viola, we are done with step 1. 

Step 2 Preparing the pocket & attaching it 
to the front fabric

For Step 2, we’ll be working on preparing the pocket & 
attaching it to the front fabric. Take the two pieces of 
the jacket pocket, the main fabric, and the lining fabric. 
Align these two fabrics, right side facing right as shown 
in the tutorial, and pin it in place at the top. We’ll be 
sewing them together now. Take the pinned fabric to 

your USHA Janome Wonder Stitch Plus and align the top 
edge of the jacket pocket with the presser foot and 
ensure your Pattern Stitch Selector is set to A which is for 
Straight Stitch and the Stitch Length Dial is set to 2.5. 
And begin sewing. After reaching the other end, lift the 
presser foot, cut the thread and remove the pin. For a 
better finish, cut off any excess threads. 

As you can see, we’ve stitched the top end of the jacket 
pocket. Now, open the pocket and fold it on the wrong 
side like shown in the tutorial. Remember to leave a 
quarter-inch margin at the sides all over. To set this fold 
in and for the ease of sewing, we'll have to iron the 
jacket pocket. 

Bring your jacket pocket to the ironing board, iron it 
once overall before folding it backward again. Remem-
ber to leave in quarter-inch space on all sides like indi-
cated before and iron over the fold. Mind your hands 
while ironing to avoid any injuries. 

To make ironing over the corner easier, give notches to 
the fabric and then continue folding and ironing over it. 
Once you are done with pressing, gently keep the jacket 
pocket aside and bring out the front main-right fabric. 

Lay it right side up and from the top measure 10 inches 
and mark it. Place the ironed jacket pocket under the 10 
inches mark. Ensure that it is placed straight and not 
crooked and proceed to pin it in place on all sides. We'll 
be sewing the edges and leaving the top unstitched.

Align the edge of the jacket pocket with the presser foot 
and begin sewing. Remove the pins as you go and when 
you reach the edge, use the pivot technique, where we 
turn the fabric without lifting the needle to ensure that 
it's one straight stitch throughout. Don't forget to do a 
round of reverse stitches at the end, this step will secure 
our straight stitches. Cut off the extra threads. As you 
can see, we've stitched the jacket pocket to the main 
fabric. 

Step 3 Joining the front and back pieces by 
sewing the shoulders

Now for the next step, bring out the other main front 
fabric. Place the back fabric over the two front fabrics 
right side facing right like shown in the tutorial. Align the 
shoulders properly and pin them in place. Do this for 
both sides. We'll be sewing the shoulders now. 

Bring the pinned fabrics to your Usha Janome Wonder 
Stitch Plus Sewing Machine and begin sewing after 
aligning the shoulder with the edge of the presser foot. 
Slowly make your way to the end. After you are done 
with one side, sew the other shoulder as well. Don't 
forget reverse stitches at the end. Your final stitches 
should look like this.

Step 4 Preparing the lining fabric 

We'll now work on the lining fabric. Bring out the front 
lining pieces as well as the second front pieces that we 
cut from the main fabric. Lay them like shown in the 
tutorial. Now place the main fabric over the lining fabric, 
right side facing right, and pin them in place. Do the 
same for the other side. 

We'll now sew them together by doing a round of 
straight stitches at the edge. Align the pinned fabric to 
the edge of the presser foot and begin sewing. Take the 
pins out as you go. Once you reach the end, stop sewing 
and cut off any extra threads. Keep the piece aside and 
repeat the same process on the other piece. Ensure that 
you do reverse stitches at the start and end every time 
you do straight stitches as this will help secure our stitch-
es. After you are done, cut off the extra threads. Your 
final stitches should look like this. 

As you can see, we've stitched the lining and the main 
fabric together. Now, open the fold and iron over it as 
this will help us set the fold and allow the stitches to 
settle in. Iron both the fabrics. Take the ironed fabrics 
and place them right side facing up. Now place the back 
fabric over them, right side facing the right. 

Match both the shoulders and pin them in place. Let's 
sew over the pinned sections. 

Remove the pins and align the shoulder with the press-
er foot and begin sewing. After you are done, do the 
same on the other side. Your final stitches should look 
like this. 

Step 5 Attaching the lining fabric to the main 
fabric

After sewing the shoulders, keep the lining fabric aside 
and bring out the main fabric. Open it completely right 
side facing you and place the lining fabric over it, right 
side facing the right side. We'll be sewing the armholes 
and the sides to attach the lining fabric to the main 
fabric. 

Once they are attached, we'll be sewing the side seam. 
However, before that from the bottom, mark 3.5 inches 
on both sides like shown in the video. 

We'll tell you the reason behind this later in the video. 
Now take your fabrics to your USHA Wonder Stitch Plus 
. First, we'll work on attaching the lining and the main 
fabric. We are going to sew the fabrics together from 
the extension of the neckline as indicated. 

Start from the extension of the neckline, then move to 
the jacket opening and slowly make your way to the 
bottom. Use the pivot technique at the edges and 
continue sewing till you reach the 3.5-inch mark on the 
side and stop. 

Move to the other side and repeat the same process. 
We will be sewing around 1” of the neckline and then 
continuing along the jacket opening as indicated. Start 
from the neckline and slowly and steadily make your 
way down the jacket opening towards the bottom and 
then the sides, when you reach the 3.5-inch mark, stop. 

Now, we move to the back. Fold the fabrics so that you 
can create the 3.5-inch mark on the backside as well. 
Do this on both the left and right sides. After you are 
done, we'll be sewing from the marked point, across 
the bottom-line and till the marked point on the oppo-
site side. Match the fabric correctly and place it under 
the presser foot. We'll be using the pivot technique to 
ensure one straight stitch throughout. After you are 
done, cut off all the extra threads.

Next on the list is sewing the armholes. Only join the 
armholes and leave the opening from the end of the 
armhole to the 3.5 inches mark untouched. Do the 
same on the other side. Once you are done, we'll create 
notches in the circular areas of the fabric like the arm-
hole and the bottom hem as shown in the video. This 
ensures that the fabric sits well when worn. Start at the 
armhole and then proceed to the bottom hem. Also 
slash the neckline and trim of the corner allowance as 
shown. Do the same on the other side. Create notches 
on the armhole and the bottom hem and create a slit 
on the collar.    

Step 6 Finishing the side seams

We will now be working on the side seam. Turn the 
jacket inside out with the open side seam. We will be 
stitching front side seam to back side seam but make
sure you work only with the main fabrics. Align the two 
fabrics under the presser foot and begin sewing. Start 
sewing from the slit towards the arm hole. Once you 
come closer to the arm holes,  make sure they are 
aligned correctly and continue stitching over it. We now 
move onto the lining fabric in a continuous stitch. Join 
the front and back lining pieces together. Keep stitch-
ing till you reach about 5 inches from the slit. Lock the 
stitches and cut the thread. We will leave the lining as it 
is and move onto stitching the main fabric till the end. 
Stitch on the main fabric only and then continue onto 
the lining fabric. 

Once done cut the thread. As you can see we have left 
the lining part of the side seam open. This will have to 
be hand hemmed later. We repeat the exact same 
process for sewing the other side seam. 

Your final stitches should look like this. Now, bring out 
the ironing board , we'll be ironing over all the folds. 
Start from the bottom and continue ironing the jacket 
opening. Keep adjusting the folds as you iron to ensure 
that the folds look sharp. Don't forget to iron over the 
armholes. This is an important step as this will give our 
fabric a superior finish.

We have ironed the front folds, the bottom, arm holes 
and the side seam.

Step 7 Preparing the collar and attaching it

For the final step, we'll be working on attaching the 
collar. Keep the fabric aside and bring out the collar 
pieces. You should have two pieces of main fabric and 
two pieces of fusing fabric. Turn one of the collar pieces 
of the main fabric and place the fusing fabric over it like 
shown in the tutorial. Then, place these two fabrics on 
the iron board and use your iron to attach these two 
pieces by slowly pressing the fusing fabric onto the 
main fabric. Next, place the other fusing fabric over this 
material and once again press them together.  
After you are done, flip the collar piece so that the right 
side faces you and place the other main fabric piece 
over it, the right side facing the right side. We'll be 
sewing the sides and the top section. 

இ� ��ஞ்ச�ம், காலர் ப�ஸ ஃப�ள�ப் பண்�ங்க அப்ப ைரட் 
ைசட் உங்கள ேநாக்கி தி�ம்�ம் அ�க்� ேமல இன்ெனா� 
ெமய�ன் �ண� ப�ஸ ைரட் ைசட், ைரட் ைசட்-அ பாக்கறா 
மாதி� ைவ�ங்க. நாம ைசட்ஸ் அப்றம் டாப் ெசக்ஷ்ைன 
ைதக்கப்ேபாேறாம். காலர் ப�ஸ உஷா ஒன்டர் ஸ்�ச் ப�ளஸ் 
ைதயல் மிஷி�க்� ெகாண்� வந்� ைதக்க ஆரம்ப�ங்க. 
�� பக்கங்கள் ��வ�ம் ப�ேவாட் ெடக்ன�க் �ஸ் 
பண்ண� ஒேர ேநர் ைதயல் ேபாடறைத உ�தி ெசய்�ங்க. 
��ஞ்ச�ம் அதிகமான �ைல கட் பண்ண��ங்க. 

இந்த �� ைசட்ஸ�ம் ைதச்சிட்டைத ந�ங்க பாக்கலாம். 
இப்ப சீம் அலவன்ஸ ம�ச்� �ேடா�யல்ல காட்�ய��க்க 
மாதி� அ�க்� ேமல அயர்ன் பண்�ங்க. ஒ� ேநரத்�ல 
ஒ� பக்கத்திலதான் ெசய்ய�ம். இ� ��ஞ்ச�ம், காலைர 
தி�ப்ப�கிட்� ம�ப��ம் அ� ேமல அயர்ன் பண்�ங்க. 
இப்ப காலைர ��ச்சாச்�, இைத ேந� ஜாக்ெகட்ேடாட 
அட்டாச் பண்ண�ரலாம்.

ெமய�ன் �ண�ய ெவள�ய எ�ங்க. காலர் �ண�ேயாட 
ைதக்காத ப�திய ெநக்ைலன்ல உள்ப�திேலந்� 
�ேடா�யல்ல காட்�ன மாதி� ப�ன் பண்�ங்க. ெமய�ன், 
ைலன�ங் ெரண்� �ண�ல�ம் ப�ன் �ைழயறைத உ�தி 
ெசய்�க்கங்க. இ� ��ஞ்ச�ம், ப�ன் பண்ண�ன ப�சஸ உஷா 
ெமஷி�க்� ெகாண்� வந்� ைதக்க ஆரம்ப�ங்க. ெதச்சிட்� 
ப�ன்ஸ ந�க்கிட்� ெம�வா காலைர �ற்றி ைத�ங்க.

ெதச்� ��ச்ச�ம், காலர்ல உள்ள ைதக்காத பக்கத்ைத 
ைகயால ெஹம் பண்ண�ம். சீம் அலவன்ஸ அ�ய�ல 
ம�ச்� அ�க்� ேமல ஒன்ைற ெவச்� �ேடா�யல்ல காட்� 
இ�க்க மாதி� அைத உள்ேநாக்கி ம�ங்க. கிட்டத்தட்ட 
��ஞ்சி�ச்�! ஃப�ன�ஷிங் டச்சஸ்க்� அப்றமா 
ைதக்கலாம்� வ�ட்�ந்த ைகட் சீம்ஸ ெஹம் பண்ண� 
��ங்க. ைலன�ங் �ண�கைள ஒன்ணா ேசர்த்� அவற்றின் 
ேமல ைத�ங்க. இைத ெரண்� ைசட்ஸ்க்�ம் ெசய்�ங்க. 
��ச்ச�ம், அதிகப்ப�யான �ைல கட் பண்ண�ட்� ந�ங்க 
ைதச்சைத ச�பா�ங்க. 

We are almost done! For the finishing touches, finish 
hemming the side seams that we'd left for later. Join 
the lining fabrics together and sew over them. Do this 
on both sides. After finishing, cut off any excess threads 
and examine your handiwork.

Just to recap, in this step, we've attached the collar and 
hemmed it neatly from the inside, and also completed 
the leftover side seams.

And we are done! You can embellish the Nehru Jacket 
as per your preference. We've added a matching acces-
sory and a bright coloured pocket square. Doesn’t it 
look absolutely stylish? A perfect essential for the wed-
ding season. 

ைசைட�ம்



Material Required
2 meters of printed fabric with a width of 45”
2 meters of lining fabric with a width of 45”
1/4 meter canvas fusing
Template of the Nehru jacket which you can download 
from our website www.ushasew.com
Beaded Pins
Chalk
Scissors
Matching Thread
Hand needle

We'll be learning template marking & fabric cutting, 
preparing and attaching the pocket, joining the front 
and back pieces, preparing the lining fabric, attaching 
the lining fabric to the main fabric, and lastly, preparing 
and attaching the collar. 

Step 1 Template Marking & Fabric Cutting

Take any fabric of your choice. Open the fabric com-
pletely and lay it wrong side facing up. Time to place 
the templates downloaded from www.ushasew.com on 
the fabric. Let’s start with the templates marked front, 
place them on the fabric. Use some beaded pins to pin 
these two templates in place. This is an important step 
as it secures the template to the fabric and makes it 
easier to trace. After you are done, use a piece of chalk 
and trace the templates on the fabric. Be extra careful 
on the curved edges as this can make or break our 
pattern. 

Next, unpin the templates. Ensure that you put the 
beaded pins back in the pin cushion to avoid any 
injuries. After unpinning, keep the templates aside. 
Grab a pair of scissors and let’s start cutting the pieces 
out. Do this slowly and precisely. Once you are done 
with the cutting, keep the front pieces aside.

Now, on the remaining cloth, place the second set of 
front templates, both left and right. Pin these tem-
plates in place as well with some beaded pins. Start 
with the front main right and make your way to the 
other piece. After pinning, use a piece of chalk to trace 
the templates on the fabric. Mind the curved edges 
while tracing. Once you are done, keep the chalk aside 
and unpin the templates from the fabric. Take a pair of 
scissors and cut along the traced lines. The smallest 
pieces are the hardest to cut, ensure that you cut out 
the templates carefully. Keep the cut pieces aside.

Now with the remaining fabric, fold it like shown in the 
tutorial and place the back template over it. Notice 
that one side of the template says on fold, ensure that 
you place that side over the fabric fold. Use some 
beaded pins to pin the template on the fabric. And 
while pinning, ensure that the pins go through both 
layers of the fabric. After you are done, trace the tem-
plate onto the fabric with a piece of chalk. Go slow and 
be precise during the step. Then unpin the template 
and keep it aside. Grab a pair of scissors to cut out the 
traced template. Slowly and steadily cut the back piece 
out. Keep the cut piece aside.

Now fold the remaining cloth once again and place the 
collar template with seam allowance onto it. Pin it in 
place at both ends. And use a piece of chalk to trace it 
onto the fabric. The curved edges can be a bit tricky, 
but practice makes perfect. Next, unpin the template 
and keep it aside. However, we will once again pin the 
fabric to hold it in place while cutting as it’s important 
to have a consistent shape for both the collar pieces. 
Now, we will cut the pieces out using a pair of scissors. 
After you are done cutting, keep the pieces aside.

Don’t throw away the left-over material just yet, place 
the jacket pocket template over it and pin it in place. 
Trace the template using chalk. Then unpin the tem-
plate and keep it aside. Cut the piece out. 

Just to recap, we’ve cut two main left and right front 
pieces, followed by the Left & right front Lining pieces, 
two collar pieces, and a pocket in printed fabric. We 
also have the back piece ready. 

Now, let’s take the lining fabric and open it completely. 
This will be the wrong side and this is the right side. 
On the wrong side, place the templates marked as 
front lining left and right, followed by the jacket pocket 
template. We will repeat the same process as before. 
Pin these templates to the fabric with some beaded 
pins. Pin the entire template as this will ensure that the 
cloth stays steady while tracing. After you are done, 
carefully trace the template onto the fabric. Start with 
the front lining left template and make your way 
towards the other templates. Make sure to have a 
steady hand while tracing around the curved edges. 
Post tracing, unpin the template and keep it aside. 

Now cut along the traced lines. Do this step slowly and 
steadily as it’s important to get the shape and mea-
surements right. After you are done cutting the three 
pieces, flip the cloth around with the right side facing 
you and fold it like shown in the tutorial. Place the back 
template on the folded side. Ensure that you place the 
side that says on fold correctly over the fabric fold. 
Proceed to then pin the template in place with some 
beaded pins. Then use a piece of chalk to trace the 
template. Once the tracing is complete, like before, 
unpin the template and keep it aside. You can re-pin 
the fabric for some extra stability while cutting. Then 
use a pair of scissors and cut along the traced lines. 

To recap, out of the lining fabric, we’ve cut front left, 
front right, back, and jacket pocket pieces. Keep these 
pieces aside. 

Next, take the fusing fabric and fold it in half. Place the 
template marked collar over the fabric and trace it. 
After you are done, use a pair of scissors to cut the 
piece out. Viola, we are done with step 1. 

Step 2 Preparing the pocket & attaching it 
to the front fabric

For Step 2, we’ll be working on preparing the pocket & 
attaching it to the front fabric. Take the two pieces of 
the jacket pocket, the main fabric, and the lining fabric. 
Align these two fabrics, right side facing right as shown 
in the tutorial, and pin it in place at the top. We’ll be 
sewing them together now. Take the pinned fabric to 

your USHA Janome Wonder Stitch Plus and align the top 
edge of the jacket pocket with the presser foot and 
ensure your Pattern Stitch Selector is set to A which is for 
Straight Stitch and the Stitch Length Dial is set to 2.5. 
And begin sewing. After reaching the other end, lift the 
presser foot, cut the thread and remove the pin. For a 
better finish, cut off any excess threads. 

As you can see, we’ve stitched the top end of the jacket 
pocket. Now, open the pocket and fold it on the wrong 
side like shown in the tutorial. Remember to leave a 
quarter-inch margin at the sides all over. To set this fold 
in and for the ease of sewing, we'll have to iron the 
jacket pocket. 

Bring your jacket pocket to the ironing board, iron it 
once overall before folding it backward again. Remem-
ber to leave in quarter-inch space on all sides like indi-
cated before and iron over the fold. Mind your hands 
while ironing to avoid any injuries. 

To make ironing over the corner easier, give notches to 
the fabric and then continue folding and ironing over it. 
Once you are done with pressing, gently keep the jacket 
pocket aside and bring out the front main-right fabric. 

Lay it right side up and from the top measure 10 inches 
and mark it. Place the ironed jacket pocket under the 10 
inches mark. Ensure that it is placed straight and not 
crooked and proceed to pin it in place on all sides. We'll 
be sewing the edges and leaving the top unstitched.

Align the edge of the jacket pocket with the presser foot 
and begin sewing. Remove the pins as you go and when 
you reach the edge, use the pivot technique, where we 
turn the fabric without lifting the needle to ensure that 
it's one straight stitch throughout. Don't forget to do a 
round of reverse stitches at the end, this step will secure 
our straight stitches. Cut off the extra threads. As you 
can see, we've stitched the jacket pocket to the main 
fabric. 

Step 3 Joining the front and back pieces by 
sewing the shoulders

Now for the next step, bring out the other main front 
fabric. Place the back fabric over the two front fabrics 
right side facing right like shown in the tutorial. Align the 
shoulders properly and pin them in place. Do this for 
both sides. We'll be sewing the shoulders now. 

Bring the pinned fabrics to your Usha Janome Wonder 
Stitch Plus Sewing Machine and begin sewing after 
aligning the shoulder with the edge of the presser foot. 
Slowly make your way to the end. After you are done 
with one side, sew the other shoulder as well. Don't 
forget reverse stitches at the end. Your final stitches 
should look like this.

Step 4 Preparing the lining fabric 

We'll now work on the lining fabric. Bring out the front 
lining pieces as well as the second front pieces that we 
cut from the main fabric. Lay them like shown in the 
tutorial. Now place the main fabric over the lining fabric, 
right side facing right, and pin them in place. Do the 
same for the other side. 

We'll now sew them together by doing a round of 
straight stitches at the edge. Align the pinned fabric to 
the edge of the presser foot and begin sewing. Take the 
pins out as you go. Once you reach the end, stop sewing 
and cut off any extra threads. Keep the piece aside and 
repeat the same process on the other piece. Ensure that 
you do reverse stitches at the start and end every time 
you do straight stitches as this will help secure our stitch-
es. After you are done, cut off the extra threads. Your 
final stitches should look like this. 

As you can see, we've stitched the lining and the main 
fabric together. Now, open the fold and iron over it as 
this will help us set the fold and allow the stitches to 
settle in. Iron both the fabrics. Take the ironed fabrics 
and place them right side facing up. Now place the back 
fabric over them, right side facing the right. 

Match both the shoulders and pin them in place. Let's 
sew over the pinned sections. 

Remove the pins and align the shoulder with the press-
er foot and begin sewing. After you are done, do the 
same on the other side. Your final stitches should look 
like this. 

Step 5 Attaching the lining fabric to the main 
fabric

After sewing the shoulders, keep the lining fabric aside 
and bring out the main fabric. Open it completely right 
side facing you and place the lining fabric over it, right 
side facing the right side. We'll be sewing the armholes 
and the sides to attach the lining fabric to the main 
fabric. 

Once they are attached, we'll be sewing the side seam. 
However, before that from the bottom, mark 3.5 inches 
on both sides like shown in the video. 

We'll tell you the reason behind this later in the video. 
Now take your fabrics to your USHA Wonder Stitch Plus 
. First, we'll work on attaching the lining and the main 
fabric. We are going to sew the fabrics together from 
the extension of the neckline as indicated. 

Start from the extension of the neckline, then move to 
the jacket opening and slowly make your way to the 
bottom. Use the pivot technique at the edges and 
continue sewing till you reach the 3.5-inch mark on the 
side and stop. 

Move to the other side and repeat the same process. 
We will be sewing around 1” of the neckline and then 
continuing along the jacket opening as indicated. Start 
from the neckline and slowly and steadily make your 
way down the jacket opening towards the bottom and 
then the sides, when you reach the 3.5-inch mark, stop. 

Now, we move to the back. Fold the fabrics so that you 
can create the 3.5-inch mark on the backside as well. 
Do this on both the left and right sides. After you are 
done, we'll be sewing from the marked point, across 
the bottom-line and till the marked point on the oppo-
site side. Match the fabric correctly and place it under 
the presser foot. We'll be using the pivot technique to 
ensure one straight stitch throughout. After you are 
done, cut off all the extra threads.

Next on the list is sewing the armholes. Only join the 
armholes and leave the opening from the end of the 
armhole to the 3.5 inches mark untouched. Do the 
same on the other side. Once you are done, we'll create 
notches in the circular areas of the fabric like the arm-
hole and the bottom hem as shown in the video. This 
ensures that the fabric sits well when worn. Start at the 
armhole and then proceed to the bottom hem. Also 
slash the neckline and trim of the corner allowance as 
shown. Do the same on the other side. Create notches 
on the armhole and the bottom hem and create a slit 
on the collar.    

Step 6 Finishing the side seams

We will now be working on the side seam. Turn the 
jacket inside out with the open side seam. We will be 
stitching front side seam to back side seam but make
sure you work only with the main fabrics. Align the two 
fabrics under the presser foot and begin sewing. Start 
sewing from the slit towards the arm hole. Once you 
come closer to the arm holes,  make sure they are 
aligned correctly and continue stitching over it. We now 
move onto the lining fabric in a continuous stitch. Join 
the front and back lining pieces together. Keep stitch-
ing till you reach about 5 inches from the slit. Lock the 
stitches and cut the thread. We will leave the lining as it 
is and move onto stitching the main fabric till the end. 
Stitch on the main fabric only and then continue onto 
the lining fabric. 

Once done cut the thread. As you can see we have left 
the lining part of the side seam open. This will have to 
be hand hemmed later. We repeat the exact same 
process for sewing the other side seam. 

Your final stitches should look like this. Now, bring out 
the ironing board , we'll be ironing over all the folds. 
Start from the bottom and continue ironing the jacket 
opening. Keep adjusting the folds as you iron to ensure 
that the folds look sharp. Don't forget to iron over the 
armholes. This is an important step as this will give our 
fabric a superior finish.

We have ironed the front folds, the bottom, arm holes 
and the side seam.

Step 7 Preparing the collar and attaching it

For the final step, we'll be working on attaching the 
collar. Keep the fabric aside and bring out the collar 
pieces. You should have two pieces of main fabric and 
two pieces of fusing fabric. Turn one of the collar pieces 
of the main fabric and place the fusing fabric over it like 
shown in the tutorial. Then, place these two fabrics on 
the iron board and use your iron to attach these two 
pieces by slowly pressing the fusing fabric onto the 
main fabric. Next, place the other fusing fabric over this 
material and once again press them together.  
After you are done, flip the collar piece so that the right 
side faces you and place the other main fabric piece 
over it, the right side facing the right side. We'll be 
sewing the sides and the top section. 

Take the collar piece to your sewing machine and begin 
sewing. Ensure that you do one straight stitch across all 
three sides using the pivot technique. Cut off the extra 
threads when done. As you can see, we've stitched 
these three sides. 

Now fold the seam allowance and iron over them like 
shown in the tutorial. Do it one side at a time. After you 
are done, turn the collar inside out and once again iron 
over it. We are done prepping our collar, time to now 
attach it to our Nehru Jacket.

Bring out our main fabric. Pin the unstitched section of 
the collar fabric to the neckline from the inside like 
shown in the tutorial. Ensure that you pin it to the both 
main and lining fabric. Once you are done, bring the 
pinned pieces to your sewing machine and proceed 
with sewing. Remove the pins as you go and slowly go 
around the collar.

After you are done sewing, we'll be hand hemming the 
unstitched side of the collar. Fold the seam allowance at 
the bottom inside and place the one at the top over it 
and fold it inwards like shown in the tutorial. This is a 
tricky step, be sure to pay close attention. Now, we'll 
stitch over the fold. Keep folding the seam allowance as 
you go all across the collar. Your handiwork should look 
like this. 

அவ்வள�தான் ��ஞ்சி�ச்�. ேந� ஜாக்ெகட்-அ 
உங்க�க்� வ��ப்பமான �ைறல அழ�ப�த்திக்கலாம். 
நாங்க ஒ� மாட்சிங் ஆக்ஸச��ம் ஒ� ப�ைரட் கலர் 
பாக்ெகட் ஸ்ெகாயைர�ம் ேசர்த்தி�க்ேகாம். இ� எவ்வள� 
ஸ்ைடலிஷா இ�க்�ல்ல? தி�மண சீச�க்� இ�க்க 
ேவண்�ய அவசியமான, ச�யான �ெரஸ். கெமன்ட் ப�தில 
ந�ங்க ேவற என்ன பாக்க வ��ம்பற�ங்கன்� ெசால்�ங்க. 
இந்த �ேடா�யல ைலக் பண்ண மறக்காத�ங்க, வளர்ந்� 
வ�ம் உங்க ைடலர் நண்பர்கேளாட ேஷர் பண்�ங்க. 

ேமட்சிங்


